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CHAPTER 1 Introduction 

 

1.0 Purpose 

We developed this document as guidance for conducting sanitary surveys and special purpose 

investigations, providing technical assistance to small Group A public water systems, and 

conducting well site inspections in Washington. A Microsoft Word version of this document is 

available to any local health jurisdiction upon request. 

 

A sanitary survey is an inspection of water system facilities, operations, and records used to 

identify conditions that may present a public health risk. Sanitary surveys give water system 

owners and operators an opportunity to identify weaknesses in technical, financial, or 

managerial capacity. Sanitary surveys play a fundamental role in ensuring that public water 

systems provide safe and reliable drinking water to the people of Washington State. 

 

Washington State drinking water rules require all Group A public drinking water systems to 

participate in a routine sanitary survey once every three to five years. The Washington State 

Department of Health Office of Drinking Water (DOH) conducts sanitary surveys. We also 

contract with some local health jurisdictions (LHJs) and private-contract surveyors to conduct 

surveys. We refer to LHJ staff and private contract surveyors we approved to conduct surveys 

as ñthird party surveyors.ò This document may also refer to them as ñthe surveyor.ò  

 

A Special Purpose Investigation (SPI) is an on-site inspection of public water system 

infrastructure and utility practices in response to a potential public health concern, regulatory 

violation, or consumer complaint. Third party surveyors conduct many of the SPIs performed 

each year. A Level 2 assessment is another type of inspection related to the Revised Total 

Coliform Rule. See Chapter 11 for situations that trigger a Level 2 assessment.  

 

Technical assistance to small water systems is integral to a successful state drinking water 

program. DOH intends, for as long as federal funds are available for this work, to pay third 

party sanitary surveyors to engage in Technical Assistance (TA) activities with small system 

purveyors. In a typical year, DOH budgets over $100,000 to pay third party surveyors for 

providing TA in various areas that fall outside the scope of a sanitary survey or SPI. Our third 

party surveyors are qualified to provide a broad array of assistance. They know what type of TA 

purveyors need and understand their capacity to use it.  

 

An LHJ representative conducts well site inspections as part of the source approval 

requirements for some new public water systems. LHJs also conduct well  site inspections for 

unapproved public water systems. 

 

In this document, we provide information and guidance on our expectations for our third party 

sanitary survey program participants. We also discuss the Third Party Sanitary Survey 

Checklist1, the regional office Third Party SPI, Third Party Well Site Inspection Checklists2, 

Level 2 assessments, our Consolidated Contract with LHJs, and our Vendor Agreements with 

contract sanitary surveyors. 

 
1 http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-487-F.doc  
2 Check with our regional office for available SPI and Well Site Inspection checklists. 

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-487-F.doc
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-487-F.doc
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-487-F.doc
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Third party surveyors operate as our contractors and work on our behalf. As such, we are 

partially responsible for their work quality. We are committed to providing our survey partners 

the training, field guidance, and administrative support they need to fulfill their tasks 

successfully. 

 

We hold third party surveyors accountable for completing and documenting sanitary surveys, 

SPIs, and well site inspections properly. Follow the direction in this field guide for conducting 

inspections, completing the appropriate department-approved checklists, and communicating 

the results. 

 

This field guide explains: 

¶ Sanitary survey program administration. 

¶ How to prepare for a sanitary survey. 

¶ How to conduct a safe and effective sanitary survey. 

¶ The significance of each sanitary survey checklist item. 

¶ How to communicate sanitary survey findings to the water system and us. 

¶ Follow-up with the water system on the sanitary survey findings. 

¶ Expectations for Special Purpose Investigations. 

¶ Expectations for providing technical assistance. 

¶ Expectations for conducting well-site inspections. 

¶ Expectations for completing Level 2 assessments. 

 

 

1.1 Department of Health Contacts 

Third party surveyors with questions or concerns should contact us. See Table 1. 

 



 

Sanitary Survey Field Guide 331-486 Page 3 
Updated April 2023 

Table 1 

 
You can find contact information for LHJ programs in local information sources or online at 

doh.wa.gov/AboutUs/PublicHealthSystem/LocalHealthJurisdictions.aspx.  

 
Office of Drinking Water Regional Offices  

Eastern Region  Serving  

Drinking Water Eastern Regional Office  

16201 E. Indiana Ave. , Suite 1500  

Spokane Valley , WA 99216 

Phone: 509-329-2100 

Fax: 509-329-2104 

TDD Relay: 1-800-833-6388 

Adams, Asotin, Benton, Chelan, Columbia, 

Douglas, Franklin, Ferry, Garfield, Grant, 

Kittitas, Klickitat, Lincoln, Okanogan, Pend 

Oreille, Spokane, Stevens, Walla Walla, 

Whitman and Yakima counties.  

Northwest Region  Serving  

Drinking Water Northwest Regional Office  

20425 ð 72nd Avenue  South , Suite 310 

Kent, WA 98032  

Phone: 253-395-6750 

Fax: 253-395-6760  

TDD Relay: 1-800-833-6388 

Island, King, Pierce, San Juan, Skagit, 

Snohomish and Whatcom counties. 

Southwest Region  Serving  

Drinking Water Southwest Regional Office  

Physical: 243 Israel Road  

Tumwater, WA  98501 

Mailing:  P O Box 47823 

Olympia, WA  98504-7823 

Phone: 360-236-3030 

Fax: 360-236-3029 

TDD Relay: 1-800-833-6388 

Clallam, Clark, Cowlitz, Grays Harbor, Jefferson, 

Kitsap, Lewis, Mason, Pacific, Skamania, 

Thurston and Wahkiakum counties.  

 

  

http://www.doh.wa.gov/AboutUs/PublicHealthSystem/LocalHealthJurisdictions.aspx
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CHAPTER 2 Sanitary Survey Program Administration 

 

Chapter 2 covers survey frequency and survey assignment criteria. 

 

2.0 Survey Frequency 

Below is the frequency of required sanitary surveys for Group A public water systems (WAC 

246-290-416): 

 

A. All n oncommunity water systemsðat least once every five years. 

 

B. Community water systems supplied by surface water or groundwater under the 

direct influence of surface waterðat least once every three years. In some system-

specific circumstances, we may allow a reduced survey frequency of once every five 

years. 

 

C. All other Group A community water systemsðat least once every three years. If a 

system meets one of the following criteria, it may be surveyed once every five years: 

i. Provides at least 4-log virus treatment before or at the first customer for all its 

groundwater sources (using inactivation, removal, or our approved combination of 

4-log inactivation and removal) and performs compliance monitoring for virus 

treatment. 

ii. Since the last sanitary survey, the system meets all of the following conditions: 

a. Has no total coliform or E. coli maximum contaminant level (MCL) violations; 

b. Has no more than one total coliform monitoring violation; 

c.  Has no unresolved significant deficiencies from the current sanitary survey; 

d. Has not failed to conduct a required Level 1 or Level 2 assessment; and  

e. Has not failed to complete corrective actions prescribed in a completed Level 1 

or Level 2 assessment. 

 

The flow chart in Figure 1 shows how and when we apply these criteria. 

 

 

2.1 Survey Assignment Criteria 

Near the end of each year, we determine which public water systems require surveys in the 

coming year. We usually assign noncommunity and small community system surveys to third 

party surveyors. However, we may choose to survey some of these systems ourselves based on 

specific circumstances, such as use of complex treatment, time passed since DOH staff last 

visited the water system, water system compliance status, regional priorities, and the availability 

of a qualified and experienced third party surveyor. 

 

We negotiate assignments with third party surveyors as part of the Consolidated Contract or 

Vendor Agreement scope of work. 
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2.2 Joint Surveys 

Periodically, we may ask to participate in a third party survey to assess the surveyorôs adherence 

to these guidelines. We will not be responsible for helping to prepare for or document the joint 

survey. Our goal is to participate in at least one joint survey with each third party surveyor 

every year.  
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CHAPTER 3 Preparing to Conduct a Sanitary Survey 

 

Chapter 3 explains what a surveyor needs to do to prepare properly for each sanitary survey. 

 

3.0 Preparation Leads to a Successful Survey 

The surveyor leads the survey. Surveyors should research and plan each functional area of the 

survey. Advance planning will enable you to shape events, build trust and respect, and create a 

more meaningful experience that goes beyond completing a checklist. (See Section 3.3) 

 

Proper and thorough preparation for the sanitary survey will create the maximum amount of 

value to the water system and increase your level of professional satisfaction. No matter how 

experienced you are as a surveyor, you should never ñwing it.ò 

 

You should also be alert to our survey program initiatives or focus areas. The survey program is 

an important avenue for direct in-person interaction with every public water system in the state. 

We may ask surveyors to assist in one-time or ongoing initiatives aimed at disseminating or 

collecting information during surveys of all or some types of water systems. 

 

 

3.1 Notifying the Water System of the Sanitary Survey Requirement 

At the start of every year, we send letters to each water system scheduled for a survey. This 

initial notification letter indicates that the third party surveyor will contact the purveyor to 

schedule a survey date within the calendar year. See the sample notification letters in Appendix 

A. 

 

The initial notification letter includes a link to the sanitary survey checklist. It also advises 

operators or owners that we expect them to conduct a pre-survey assessment of their water 

system and correct significant deficiencies and significant findings before the sanitary survey.  

 

As part of your initial contact with the water system, you should advise the operator or owner to 

prepare for the survey. You can mail a letter, send an email, or call them to let them know itôs 

important for the water system to assemble their water system records and make them available 

during the survey. 

 

 

3.2 Scheduling Sanitary Surveys 

3.2.1 When to Contact 

After receiving our initial notification letter, water system personnel may contact you before 

you contact them to schedule the survey. If they donôt contact you, you should write, email, or 

call the systemôs main contact (listed on the Water Facilities Inventory) at least a month before 

the desired survey date and discuss a mutually-agreeable survey date and identify the people 

that should participate in the survey.  

 

3.2.2 Who to Contact 

Make it clear the certified operator, if there is one, must be present and an active participant 

during the sanitary survey. The minimum duties of a certified operator in responsible charge of 
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a water system include cooperating in the sanitary survey (WAC 246-292-032). All community 

and nontransient noncommunity water systems must employ a certified operator. Some transient 

noncommunity water systems must employ a certified operator. Go to our Sentry Internet page, 

follow the prompts to log in, enter the PWS ID#, and click on the ñOperatorsò tab to obtain a 

list of the certified operator(s) for the system you will survey. The certified operator supports 

the technical capacity of the water system. 

 

If the certified operator in responsible charge intends to send a surrogate to participate in the 

survey, confirm that the designated individual is also certified, has knowledge of how the water 

system operates and how itôs maintained, has access to all applicable records and plans, and can 

speak for the certified operator in responsible charge. Inform us if youôre told a certified 

operatorˈif one is required̍ doesnôt intend to participate in the survey. You should not 

perform the survey if you know a certified operator wonôt participate. 

 

In addition to participation by the operator, the most productive sanitary surveys are those that 

include the water system owner or representative of the governing board. When scheduling the 

survey request the system owner or governing board member participate in the survey. Explain 

the importance of bringing their knowledge of budget, policy, planning, and management to the 

survey, and the opportunity to deepen their knowledge of the condition of the water system, 

compliance status, and drinking water program priorities. If the owner or governing body is not 

available to attend the survey, the surveyor may attempt to set up a phone interview before or 

after the survey. This provides an opportunity to explain the purpose and scope of the survey, 

rather than leaving that task to the operator. Lasting benefits accrue when the owner, operator, 

and surveyor come together and participate in a survey. 

 

If there is no certified operator (most TNC water systems), ask the owner if there is a Satellite 

Management Agency (SMA) assigned to help manage and operate the system. If so, let the 

owner know that you intend to invite a representative from the SMA to the survey. Otherwise, 

ask that the individual most knowledgeable of the water system participate in the survey. 

3.2.3 How to Prepare the Water System for the Survey 

Remind the operator (or owner if there is no operator) to conduct a self-survey of the water 

system before the scheduled survey.  

 

Ask the purveyor to make the following information available at the time of the survey: 

1. Current water system plan or small water system management program. 

2. Cross-connection control ordinance, name of cross-connection control specialist, and 

cross-connection control assembly installation and testing records. 

3. Photographs of system components you as the surveyor may not be able to access. For 

example, photos depicting the condition of the reservoir roof, hatch, vent, and overflow. 

4. Current water-quality monitoring summary. 

5. Well log(s). 

6. The last three monthly reports of daily chlorine residual measurements. 

7. Correspondence related to the previous sanitary survey. 

8. Summary of power outages and water outages over the last two years. 

9. A copy of the current budget, revenue forecast, and water rate structure. 
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2.2.4 Survey Time in the Field 

You should schedule at least three hours of field time for community water system surveys, and 

at least 90 minutes of field time for noncommunity water system surveys. When conducting 

multiple surveys of systems managed and owned by different individuals you should build some 

flexibility into your schedule between surveys. If you must cancel or you know youôll be late 

for a survey, call the water system to explain your circumstances as soon as possible. 

 

3.2.5 I f the Water System Refuses to Schedule a Survey 

Record the background and reasons for refusal and then contact our regional office. We will try 

to convince the systemôs main contact to cooperate in scheduling a survey. A water systemôs 

failure to cooperate in scheduling a sanitary survey is a rule violation subject to enforcement. 

 

We will not consider reassigning a survey to placate a systemôs concern over the designated 

third party surveyorôs fee. If asked to reassign the survey to the DOH regional office, explain 

that you do not have the authority to do that, and a water systemôs refusal to schedule the survey 

with you will trigger active compliance by DOH to assure completion of the survey as 

originally assigned to your local health office. If the water system cites a reason other than fees 

for seeking reassignment of the survey to DOH, consult with your regional office. We will work 

the issue through our office and advise how you should proceed with scheduling the survey. 

 

 

3.3 Preparing for a Sanitary Survey 

Review the following before conducting a sanitary survey: 

¶ Previous sanitary survey report. 

¶ Sanitary Survey Pre-Survey Data Packet. 

¶ Documents from our Regional Office (request via email). 

 

3.3.1 Previous sanitary survey cover letter and checklist 

Each sanitary survey is an event in a progressive process of improvement. This yearôs survey 

builds on previous surveys. When you review the previous sanitary survey cover letter and 

checklist, you will get important history about deficiencies and recommended practices, and be 

able to establish the direction and rate of change occurring in the water systemôs management 

and operation. Your survey will be much more effective if you know the findings and 

recommendations of the previous survey. 

 

It is important that you perform a thorough survey. Donôt rely on data collected during previous 

surveys. Things can change significantly between surveys.  
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3.3.2 Sanitary Survey Pre-Survey Data Packet 

You can get the pre-survey data packet from our data system3 (Sentry) or by contacting our 

regional office. The data packet includes detailed information on: 

¶ Water quality. 

¶ Compliance. 

¶ Source. 

¶ Treatment plant. 

¶ Operating permit status. 

¶ Operator certification. 

 

3.3.2.1 Water quality  sampling history  

The pre-survey data packet is rich with water quality information. When reviewing water 

quality test results and sample locations, look for year-over-year trends or patterns (nitrate, 

coliform), and how these changes coincide with other events (rainfall, construction, source 

usage, aquifer level). 

 

3.3.2.2 Compliance history 

You should review the compliance section of the pre-survey data packet. Noncompliance 

leading to a Notice of Violation is significant. Plan to spend time discussing the circumstances 

surrounding past noncompliance, especially in the following program areas. 

 

¶ Water quality monitoring:  Noncompliance with monitoring is a sign of failure. It 

could be because the operator failed to take the required samples, despite our notices and 

offers of technical assistance. It could also indicate a failed relationship between the 

operator (who knows of the need to take the samples) and the owner (who refuses to pay 

for the sampling). You should inquire about the reasons for noncompliance and note the 

water systemôs response in the survey cover letter or checklist. 

 

¶ Sanitary survey: Noncompliance with sanitary surveys could mean the operator or 

owner rejects the importance of the survey findings and has obvious implications for the 

survey you are about to perform. You should ask about the reasons for noncompliance 

with the previous survey and note the water systemôs response in the survey cover letter 

or checklist. 

 

¶ Install treatment:  Noncompliance in this area may reflect poor financial condition, or a 

lack of concern about delivering safe and reliable drinking water. These problems may 

be the result of poor water system management, poor communication between the owner 

and operator or owner and consumers, or a general lack of understanding. You should 

inquire about the reasons for noncompliance and note the water systemôs response in the 

survey cover letter or checklist. 

 

3.3.2.3 Source and Treatment Plant 

The source and treatment information in the pre-survey data packet is a partial extract of source 

information from the Water Facilities Inventory and treatment plant information from Sentry. 

 
3 http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/RegulationandCompliance/SanitarySurveys.aspx  

http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/RegulationandCompliance/SanitarySurveys.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/RegulationandCompliance/SanitarySurveys.aspx
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3.3.2.4 Operating Permit Status 

Operating permits serve as enforcement tools and show compliance status and adequacy of a 

public water system. Information about our operating permit program and the meaning of a 

water systemôs operating permit status is online4.  

 

3.3.2.5 Operator Certification  

The operator certification information in the pre-survey data packet identifies the certified 

operator of record (if the system requires a certified operator). If the operator is not present at 

the survey despite assurances he or she would be when you scheduled the survey, inquire and 

record the reasons given for his or her absence in the survey cover letter or checklist. We will 

forward this information to our operator certification program. 

 

3.3.3 Documents from our Regional Office  

Upon request, our regional office may provide system-specific information that you can review 

with the water system during the survey, such as: 

¶ Information we received from the water system confirming correction of past significant 

deficiencies and significant findings. 

¶ Complaint records. 

¶ Chlorination reports. 

¶ Water Facilities Inventory. 

¶ Water Quality Monitoring Schedule. 

¶ Current and historical projects list. 

¶ Consumer confidence report. 

 

3.3.3.1 Complaints  

We may give you a report from our complaints database. If so, review the background of each 

complaint with the purveyor. Record any significant change in operating procedures or 

improvement to facilities implemented in response to a complaint, under comments in Part N. 
 

3.3.3.2 Chlorination Reports 

Recent chlorination reports contain valuable information about the reported level and reliability 

of treatment. We require each water system to maintain its own set of chlorination reports so, 

even if you do not receive a copy from us, you should ask the water system to review the last 12 

months of chlorination reports. Go over them with the water system and discuss any periods of 

missed monitoring and inadequate residual levels. 
 

3.3.3.3 Water Facilities Inventory (WFI)   

It is essential during any sanitary survey to review and confirm or correct the accuracy of WFI 

information. See Appendix F to view a blank WFI form and the instructions we give water 

systems when completing or updating the form. You should understand the information we 

request in the WFI before discussing the accuracy of the form with the water system. 

 
4 

http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/RegulationandCompliance/Enforcement/OperatingPermits.
aspx 

http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/RegulationandCompliance/Enforcement/OperatingPermits.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/RegulationandCompliance/Enforcement/OperatingPermits.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/RegulationandCompliance/Enforcement/OperatingPermits.aspx
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At a minimum, you should ask the water system to confirm the accuracy of these WFI entries. 

¶ Contact information, especially phone number and email address. 

¶ Actual production capacity of the well (or flow capacity through an intertie, if any). 

¶ Treatment information when reviewing the detailed information from the source and 

treatment sections of the pre-survey data packet.  

¶ Whether the source is equipped with a meter. 

¶ Designation of the source use (permanent, seasonal, emergency). 

¶ Designation of source status (active, inactive). 

¶ Depth to the first open interval (first perforation in the casing; top of well screen). 

¶ Number of connections (all types). 

 

Clearly mark corrections directly on the WFI and explain the reason for the change. If no 

corrections are required, mark the box, ñUpdateˈno changeò. The purveyor or the surveyor 

needs to sign and date the corrected WFI. Submit a copy of the corrected, signed, and dated 

WFI to us with your completed sanitary survey checklist. 

 

Changes to the number and type of population served, the number or type of connections 

served, source use, or treatment may affect the system classification, approval status, water 

quality monitoring requirements, or operator certification requirements. Contact our regional 

office if you have any questions.  

 

3.3.3.4 Water Quality Monitoring Schedule (WQM S) 

We generate WQMS reports to help community and nontransient noncommunity water systems 

understand their future water quality monitoring requirements. This document will help you 

discuss future water quality sampling requirements with the water system. 

 

You can print a copy of the current WQMS online.5 Go to page three of the online attachment 

for printing instructions. 

 

3.3.3.5 Current and Historic Projects List  

Surveyors often discover changes to a systemôs facilities since the last survey. To help 

understand whether we approved these changes, the surveyor may request a copy of the 

approved projects list from our regional office. Surveyors should note any construction and use 

of unapproved infrastructure, such as a new well, treatment system, tank, booster pumps, or 

expansion of the service area in the comments section of the appropriate part of the survey 

checklist. 

  

3.3.3.6 Consumer Confidence Report (CCR) 

Community water systems are required to prepare and distribute a CCR each year. The 

information that should be in a CCR is on our website.6 The surveyor may request a copy of the 

CCR from our regional office. Surveyors who choose to review the CCR, should note their 

comments about it in Part N of the checklist. 

 
5 http://www.doh.wa.gov/Portals/1/Documents/4200/WQMSdirections.pdf 
6 https://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/RegulationandCompliance/CCRReports/CCRChecklist 

http://www.doh.wa.gov/Portals/1/Documents/4200/WQMSdirections.pdf
https://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/RegulationandCompliance/CCRReports/CCRChecklist
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3.4 Planning a Survey for a Consecutive Water System  

A number of Group A public water systems buy all their water from another public water 

system. We refer to these systems as ñconsecutive systems.ò They donôt usually provide any 

treatment to the water they buy. 

 

The scope of a consecutive water system survey should focus on: 

¶ Water quality sampling applicable to such systems (e.g., coliform, lead and copper, 

asbestos, chlorine residual, disinfection byproducts). 

¶ Operator certification requirements and responsibilities. 

¶ Review of the Water Facilities Inventory (WFI) for accuracy. 

¶ Conduct a reservoir inspection (if applicable). 

¶ Discuss the existence of any emergency, auxiliary, nonpotable, or any other type of 

additional supply not listed on the WFI and physically connected or might become 

physically connected to the system during times of the year or because of an emergency. 

¶ Coliform monitoring plan review. 

¶ Cross connection control plan and implementation review. 

¶ Understand and review the intertie agreement, and determine if the timeframe or water 

quantities in the agreement represent a reliability concern. 

¶ Financial capacity. 

¶ Distribution system condition assessment and planning for pipeline replacement. 

 

 

3.5 Tools and Equipment 

To meet our expectations for a thorough sanitary survey, you will need the following tools: 

¶ Camera and spare batteries. 

¶ Sanitary survey checklist. 

¶ Flashlight. 

¶ Mirror to view under things. 

¶ Long, thin screwdriver or other device capable of safely probing surfaces and crevices. 

¶ Cell phone. 

¶ Free chlorine residual field test kit. 

¶ 100-foot tape measure. 

¶ Earplugs, gloves, and eye protection (see Section 4.6 Safety). 
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CHAPTER 4 Conducting a Sanitary Survey 

 

Chapter 4 explains how to make the most of the time you spend with a water system and reduce 

the risk of injury while conducting a sanitary survey. 

 

4.0 Making the Most of Every Moment  

Surveyors should prepare to engage in active listening during every part of the survey. If 

something isnôt clear, you should ask questions until you understand. 

 

You can gather a wealth of information from casual conversation when moving between office 

and field sites or during breaks in the survey. You can ask about the operatorôs experience with 

this utility and other utili ties, experiences dealing with emergencies or health advisories, 

motivation (what gives him or her pride at work?) and time, knowledge, resource, or 

management support limitations.  

 

Throughout the survey, seek to understand the following. Write your thoughts and share them 

with us. 

¶ The operatorôs relationship with the governing body. 

¶ The operatorôs level of awareness thatðin addition to running the daily  operation of a 

water utilityðhis or her decisions and actions influence the citizensô health and 

livelihood and the value of their homes and businesses. 

¶ What the operator needs or wants from health officials that will enable him or her to do 

a better job. 

 

Bring business cards. After their surveys, water system personnel want to know who the 

surveyor was and how to contact him or her directly. 

 

 

4.1 Survey Objectives 

Tell (or remind) the water system representatives what you came to accomplish. This is a very 

important initial step in the survey process. The stated survey objectives should be to: 

¶ Identify issues that threaten the safety and reliability of the drinking water supply. 

¶ Understand the operation of the water system, its capabilities, weaknesses, and current 

condition. 

¶ Understand the water systemôs challenges, the ownerôs or operatorôs commitment level, 

and how prepared they are to face those challenges. 

¶ Identify gaps between what should be and what is, and understand the role health 

officials can play in closing those gaps. 

 

Ask what the operator wants to see as an outcome from the survey and include this input in the 

survey objectives. 
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4.2 Surveyor Behavior 

Conduct every aspect of the survey in an efficient, effective, and professional manner. Even if 

an owner or operator confronts you, remain calm and nonconfrontational. If you need to see 

evidence of a statement the owner or operator makes, donôt hesitate to ask for the information in 

a polite manner that doesnôt challenge their honesty. Sometimes a smile and a statement like, ñI 

trust you, but my job here today is to verify information,ò will carry the moment. 

 

 

4.3 Identifying Safety Hazards 

You should ask about potential safety hazards at the start of the survey and then discuss ways to 

mitigate or avoid those dangers while accomplishing the survey goals (see Section 4.6). 

 

 

4.4 Office Time 

It is important to spend office time with the operator (and owner or governing board member, if 

present) before and after the field inspection. Try to avoid conducting pre- and post-field work 

meetings in a vehicle or outdoors. It is important to convey the importance of the conversation 

you are having; it deserves their full attention. If they donôt have an office or other private space 

to meet in, suggest meeting in a suitable public building, such as a café or convenience store 

with public seating or a meeting room at the town hall or public library.  

 

During a sit-down meeting BEFORE the field inspection 

¶ Review WFI data (See Section 3.3.3). 

¶ Confirm availability of documents you asked them to assemble before the survey (See 

Section 3.1.1). 

¶ Review deficiencies identified in the last survey. Discuss resolution and status. 

¶ Review Checklist Part B: General water system description. 

¶ Review Checklist Part C: Operations and management. 

¶ Review Checklist Part J: Distribution system. 

¶ Review Checklist Part K: Cross-connection control program review. 

¶ Review Compliance review (see Section 3.3.2). 

¶ Review regional office specific information (see Section 3.3.3). 

 

Back in the office AFTER completing the field inspection 

¶ Review Checklist Part L: Operator. 

¶ Review Checklist Part M: Other. 

¶ Review Checklist Part N: Field notes and safety concerns. 

¶ Review any significant deficiencies or significant findings you observed during this 

survey and discuss the next steps. 

 

Explain that DOH will review and confirm your written survey findings. We will assign a due 

date for the water system to correct any significant deficiencies or significant findings. If the 

owner or operator can correct a deficiency or finding before you submit your report to us, 

include a description of the completed work in your cover letter (see Section 5.6). 
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4.5 Field Time 

Complete the following parts of the survey checklist with the operator during the field portion 

of the survey (and owner or governing board member, if present). 

¶ Part D: Sources. 

¶ Part E: Chlorination. 

¶ Part F: Other treatment. 

¶ Part G: Well pumps, booster pumps, and controls. 

¶ Part H: Pressure tanks. 

¶ Part I: Water storage tanks. 

 

 

4.6 Safety  

This section covers alternative ways to get important survey information in the field, while 

ensuring personal safety and protection. Your employer or insurance company may have its 

own guidance or requirements. If so, it supersedes the following information. 

 

Field settings vary tremendously, and some physical settings are not safe to inspect fully . If the 

setting is not safe, or you believe it is not safe, do not go there. Safety is a serious consideration 

and must be a top priority for all surveyors. We will never criticize a surveyor who observes 

unsafe conditions that prevent him or her from completing a sanitary survey.  

 

Record safety concerns under comments in Part N. 

 

If workplace safety concerns make important water system facilities unavailable for inspection, 

you are empowered to determine that the water system failed to provide for the unrestricted 

availability of all facilities and records at the time of the survey (see WAC 246-290-416 (2)(c )). 

If that occurs, we will send the water system written notice that it is in violation of state rule 

because it cannot be surveyed (WAC 246-290-416). 

 

The Department of Labor and Industries (L&I) regulates workplace safety in our state. If you 

find unsafe conditions in the field, and you feel you have competent knowledge of basic safety 

standards, we encourage you to point out the safety hazards and refer the operator to L&Iôs 

consulting services. Personal safety is a fundamental job responsibility , and you must take it 

very seriously. 

 

DONôT enter a space if you have to wear a respirator to enter or it appears to be a 

confined space. You should ask your employer about the definition of a confined space and 

their confined space protocols. If you encounter a confined space during an inspection, look for 

other ways to determine the condition of the facility. Other ways may include information from 

the water system, previous inspections, using a camera or flashlight to inspect the interior, or 

referring to design drawings. If you arenôt sure whether an area is a confined space, call your 

supervisor. You should err on the side of caution. 
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Other ways to collect data when you canôt proceed safely: 

¶ Ask the operator to show you photos or videos taken in the last year showing the tank 

roof and sidewall penetrations are sealed; hatch sealed, in good condition and locked; 

vents screened properly; and overflow screened properly and with a proper air gap. 

¶ If itôs a confined space or you observe other unsafe workplace conditions, take photos of 

the area without entering the space. 

¶ Ask the purveyor to hire a professionally trained or certified inspector to collect the 

information. 

¶ Review tank cleaning photos and videos if water system performed the work within the 

last year. 

 

If you find chemical safety hazards during a sanitary survey or field visit, use your best 

judgment. DO NOT enter if you canôt do it safely. If you canôt proceed, explain the reason to 

the operator. 

 

The following will help you evaluate whether the area is safe for your work. 

¶ Ask the operator about the chemicals being used (gas chlorine, powdered chlorine).  

¶ Donôt risk exposure to improperly stored, unmarked, or unknown chemicals. 

¶ Ask the operator about hazards that require personal protective equipment (PPE) (PPE 

includes head, eye, face, hand, or foot protection.). If so, 

o Do you have the right PPE for the situation? 

o Were you trained how to use the equipment? 

o Do you know its limitations? 

 

We donôt expect surveyors to be safety experts, but we do expect surveyors to use common 

sense when preparing for and conducting a survey. For example:  

¶ Wear appropriate clothing for the weather. 

¶ Wear appropriate footgear. You may need to walk over rough terrain. 

¶ Carry earplugs, gloves, and eye protection, so you have them if you need them. 

¶ Practice safe ladder use. 

¶ Maintain awareness of dogs, snakes, and spiders. 

¶ Avoid areas infested with mice feces and urine. 

¶ Avoid contact with mechanical and electrical equipment. 

¶ Stay clear of active construction sites. 

¶ Avoid structures that appear unstable. 

¶ If the operator or owner becomes threatening or aggressive, leave immediately. 

 

 

4.7 Field Summation  

Before departing, you should sum up the survey by reviewing the following with the operator 

and owner or governing board representative. 

¶ The objectives of the survey. 
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¶ Any significant deficiencies and significant findings you found and the water systemôs 

obligation to address them promptly. 

¶ The survey fee and invoicing process. If your LHJ required payment in advance of the 

survey, this would not apply. 

¶ DOH or the LHJ will send the completed checklist and cover letter documenting survey 

findings to the water system within 30 days. 

¶ Resources available to answer questions or provide technical assistance related to the 

survey findings, such as our Small Water System Program Management Guide7 (331-

134).  

  

 
7 http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-134.pdf   

 

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-134.pdf
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-134.pdf
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CHAPTER 5 Third Party Sanitary Survey Checklist 

 

We designed the sanitary survey checklist for use when inspecting small groundwater systems 

without complicated treatment.  

 

The checklist is not complete or exhaustive. We designed it to complement the expertise 

surveyors develop through training and experience. Use your knowledge of water system 

operation and sanitary principles to conduct a complete and effective sanitary survey of a 

drinking water system. 

 

Appendix E details the meaning and significance of each sanitary survey checklist item. We 

explain each item on our sanitary survey checklist, why itôs significant, and its connection to 

other drinking water issues. Surveyors can share the information in Appendix E with water 

system owners or operators. 

 

 

5.0 Classifying Sanitary Survey Findings 

The better you understand the reason and background of each checklist item, the greater the 

influence you will  have on the water system. Most operators and owners want to do whatôs right 

and take their cues from health officials. 

 

Expressing the public health significance of the checklist items during the sanitary survey 

increases the likelihood that water system officials will internalize the message. In turn, they 

will  demonstrate the kind of sustained, independent action we want to see from the people who 

deliver drinking water to our families, friends, and neighbors. 

 

Survey checklist items fall into one of six categories:  

1. Significant deficiencies. 

2. Significant findings. 

3. Internal program referrals. 

4. Observations. 

5. Recommendations. 

6. Informational. 

 

Chapter 6 provides further guidance on writing survey findings in the survey cover letter. 

 

 

5.1 Significant Deficiencies and Significant Findings  

5.1.1 Definitions 

ñSignificant Deficiencyò includes, but is not limited to, defects in design, operation, or 

maintenance, or a failure or malfunction of the sources, treatment, storage, or distribution 

system that the state determines to be causing, or have potential for causing, the introduction of 

contamination into the water delivered to consumers (40 CFR 141.403(a)(4)). If left 

unaddressed, a significant deficiency directly creates a significant public health risk. 
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ñSignificant Findingò means: 

a. A lack of access or information, which interferes with the surveyorôs assessment into 

whether a Significant Deficiency actually exists; or 

b. A defect or problem, which, if left unaddressed, indirectly creates a significant risk to 

the physical safety, security, or reliability of the public drinking water supply. 

 

5.1.2 Significant Deficiencies 

A significant deficiency is of great concern to us because it signifies an immediate or potential 

health risk to water system customers. Therefore, within 45 days after the date on the survey 

cover letter, water systems must correct significant deficiencies or send us a credible plan for 

correcting the deficiencies. We will track the status of each significant deficiency through to 

resolution. If  a surveyor designates a problem as a significant deficiency, we apply active, 

progressive enforcement as necessary. This may include issuing a penalty for failure to comply. 

 

As described in Chapter 3, when we notify the water system about the upcoming sanitary 

survey, we expect the purveyor to investigate, find, and fix any significant deficiencies as soon 

as possible prior to the survey. We may notify our Operator Certification and Training Section 

about significant deficiencies you find that we consider the result of operator negligence. The 

Operator Certification and Training Section may follow up with the operator in responsible 

charge and hold the operator accountable for the significant deficiency.  

 

Checklist items in highlighted and bold text are ñsignificant deficiencies.ò This list is 

exclusive. That means no other checklist items are significant deficiencies. 

 

5.1.3 Significant Findings 

A significant finding is a problem that imparts a serious but less direct public health threat than 

a significant deficiency. Water systems must correct significant findings or send us a credible 

plan for correction within the timeframe specified in the survey cover letter. The default is 45 

days after the date on the survey cover letter. We will track the status of each significant finding 

through to resolution. If a surveyor designates a problem as a significant finding, we apply 

active, progressive enforcement as necessary. This may include issuing a penalty for failure to 

comply. 

 

Checklist items in highlighted text (not bold) are ñsignificant findings.ò This list is not 

exclusive. That means the surveyor may propose other checklist items or field observations not 

on the checklist as significant findings as appropriate. 

 

You may see a problem in the field not designated as a significant finding on the checklist. If 

you believe the magnitude of the problem is such that we should track correction of the problem 

through to resolution, you can propose the problem as a significant finding in the comment 

section of Part N. After reviewing the circumstances you describe, our regional office will 

decide whether we should classify a problem as a significant finding. 

 

For example, Part D (Sources) does not identify the following items as significant findings: 

¶ Is the well house properly constructed and maintained? 

¶ Is there evidence of rodent infestation? 
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However, if you believe the poor condition of the pump house and significant rodent infestation 

is a barrier to safe and reliable system operation, you may propose these items as significant 

findings under comments in Part N. 

 

 

5.2 Internal Program Referrals  

An ñinternal program referralò is a sanitary survey finding we believe we can best address by 

tapping into to expertise of a specific program area (such as our Surface Water Program for 

potential GWI). See the list of internal program referrals on the next page. These items are in 

italic type on the third party checklist. 

 

If you identify an issue listed in italic type on the third party checklist, our regional office will 

use your finding as the basis for referring the issue directly to our program specialist for action. 

Explain your concern to the purveyor, and explain that you will relay your concern to DOH. 

List your referral in the appropriate section of the cover letter, but do not direct the system to 

address these items as part of the post-sanitary survey correspondence. Instead, our program 

specialist will  investigate the issue, likely consult with the water system, and issue a directive, if 

needed. If you believe any of these issues demand immediate attention, call our regional office 

during the survey for consultation. 

 

The checklist might not identify a problem observed in the field as a referral. If you believe a 

DOH program specialist should investigate a problem to determine whether its significance, you 

should make a note of it in the comments section of Part N. The DOH regional office will 

review the information and determine the need for further DOH investigation. 
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Checklist 
Number 

Checklist Question 

18 Is the source a potential GWI? 

41 Does the operator routinely batch chlorinate the source, the distribution system, or the 
reservoir just before collecting routine or repeat coliform samples?  

51a Measure free chlorine at the CT compliance point. If the measured value indicates 
inadequate treatment, refer it to DOH. 

52 Is the chlorine pump and its controls constructed and maintained to provide 
uninterrupted, reliable CT6 treatment? 

87 Does the system provide adequate pressure throughout the distribution system?  

89 Are there any air relief or vacuum relief valves subject to submersion? 

102 Is the operator performing measurements and calibration of water treatment 
monitoring equipment consistent with manufacturer recommendations?  

103 Is the operator using proper inputs to treatment plant operations reports, such as 
correct volume, peak flow rate, time, and making the proper calculations? 

104 Does the operator sample water quality at the proper location?  

N/A Is someone other than the certified operator in responsible charge carrying out the 
duties of the certified operator as outlined in regulation? 

If yes, call our regional office immediately after the survey. 

N/A Is the water system operating a primary contaminant treatment facility without 
appropriately certified personnel? 

If yes, call our regional office immediately after the survey. 

N/A Do you have any reason to suspect false or misleading reporting of water quality, 
treatment operations, status of previously identified significant deficiencies, or 
completion status of mandatory public notification? 

If yes, call our regional office immediately after the survey. 

 

 

5.3 Observations  

Observations directly reference a regulatory requirement. Observations do not include items 

classified as significant deficiencies or significant findings. Third party surveyors should 

identify any unmet regulatory requirement as an observation in the sanitary survey follow-up 

correspondence to the water system. We donôt track observations for compliance or give the 

system a deadline to address or correct the defect or problem. Instead, the surveyorôs 

observations put the water system on notice that it currently does not meet a regulatory 

requirement. 
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5.4 Recommendations  

Third party surveyors may offer any recommendation they deem appropriate. 

Recommendations do not include items classified as significant deficiencies, significant 

findings, referrals, or observations.  

 

 

5.5 If the Purveyor Refuses the Surveyor Entry 

When the water system staff refuses to allow you to conduct the scheduled inspection or 

establishes conditions that limit the scope of the survey, you should:  

¶ Remain nonconfrontational and professional.  

¶ Inform them that you have authority to conduct the survey as our delegated 

representative (WAC 246-290-416). 

¶ Obtain the reason for denial of access. 

¶ Record the name and title of the individual denying access, the date, and the time. 

¶ Try to obtain a formal statement from the water system to document specific issues. You 

should ask the facility representative to write a statement describing the issues, or write 

the statement and obtain the facility representativeôs signature.  

¶ Conclude the survey. 

¶ As soon as possible, after leaving the water system, call our regional office and report 

the details of the denial of access.  

 

If a partial denial of access occurs, such as refusing to allow you to take photographs or 

enter certain buildings, you should continue with the survey and record the operator or 

ownerôs reasons for refusal. You should also inform them that such refusal might require a 

second survey at an added expense to the water system. We will follow -up with the 

purveyor. 

 

 

5.6 Purveyor corrects Significant Deficiency or Significant Finding 
during the Survey 

If you uncover a significant deficiency or significant finding and you witness the purveyor 

fix ing the problem during the survey, you should: 

¶ Document the finding in the checklist as it first appeared to you. For example, if there is 

a hole in the well casing, answer Item 23 ñNo.ò 

¶ If the purveyor completes an adequate permanent repair, such as installing a bead of 

sealant around the hole and then strapping a metal band around the well casing to seal it, 

document and describe the repair under comments in Part M. Be sure to reference the 

specific checklist item (Item 23 in this example). 

¶ In the survey report, include the problem as first observed in the appropriate section of 

the report (ñsignificant deficiencyò or ñsignificant findingò section), and repeat the 

description you wrote in Part M, which should clearly indicate that the fix is permanent 

and acceptable to you.  
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CHAPTER 6 Communications 

 

Chapter 6 covers the details of assigning surveys, interagency communications, and our 

expectation that a third party sanitary surveyor will communicate the results of a survey to the 

water system and us. 

 

6.0 The Relationship Between Third Party Surveyors and DOH  
We pay LHJs for sanitary surveys through the DOH-LHJ Consolidated Contract. We pay 

private contract surveyors for sanitary surveys through a vendor agreement between the 

contractor and us. Before we assign surveys to an LHJ or private contract surveyor, we ensure 

there are sufficient funds to pay for them. 

 

Surveyors perform sanitary surveys on our behalf. The classification of deficiencies, timeframes 

given to address them, and the consequences of a water systemôs failure to address them are 

particularly important elements of the survey cover letter. The surveyor must state these items 

accurately. The following describes options for ensuring accurate sanitary survey information 

gets into the hands of the water system owner or operator in a timely manner. 

 

6.0.1 LHJs 

Surveyors will refer to the third-party checklist when identifying significant deficiencies and 

significant findings. DOH and the LHJ will decide how to send the final cover letter and 

checklist to the water system (see options below).  

 

Within 30 days after an LHJ sanitary surveyor completes a survey with an identified significant 

deficiency or significant finding, DOH or the LHJ will notify the system in writing (see options 

below). The written notice will assign a deadline to either: 

¶ Correct the significant deficiency or significant finding. 

¶ Address the significant deficiency or significant finding by submitting a plan and 

schedule, acceptable to DOH, to correct the defect or problem. 

 

A tabulated summary of significant deficiencies and significant findings should be located near 

the beginning of the survey cover letter to the water system.  

 

Significant deficiency: The deadline assigned to the water system for correcting or addressing 

a significant deficiency may not exceed 45 days from the date on the written notice. The written 

notice will also state that failure to correct or address the significant deficiency by the specified 

deadline may result in formal enforcement. 

 

Significant finding:  The deadline assigned for correcting or addressing a significant finding is 

usually 45 days, but the surveyor may exercise discretion in setting a deadline. The written 

notice will also state that failure to correct or address the significant finding by the specified 

deadline may result in formal enforcement. 

 

Options for DOH-LHJ coordination on creating the final cover letter and checklist: 

1. Prepare one letter to the water system. It should include a summary of the survey, 

findings, results, and actionable items. This can happen in one of three ways: 

a. LHJ writes the survey cover letter. We review and approve the letter before the LHJ 

mails it to the water system. 
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b. LHJ drafts the survey cover letter. We review it, copy it to our letterhead, sign it and 

send it to the water system. 

c. LHJ supplies us with the raw survey information. We write the letter and mail it to 

the water system. This option is available only with approval from the regional 

manager. 

 

2. Prepare (potentially) two letters to the water system. This option is available only 

with approval from the regional manager. In this process: 

a. The LHJ writes the initial survey cover letter and sends it to the system without our 

input. 

b. We review a copy of the LHJôs cover letter and, if the LHJ survey information 

indicates the system must correct a significant deficiency or significant finding, we 

send a second letter to the water system. 

 

We consider an LHJ-led survey complete when the LHJ satisfies the requirements specified in 

the LHJ-DOH contract.  

 

6.0.2 Private Contract Surveyors 

Within 30 days after a private-contract surveyor completes a survey with an identified 

significant deficiency or significant finding, DOH will notify the system in writing. 

 

Private-contract surveyors may not send the survey cover letter and checklist to the water 

system. We will create a cover letter based on the photos and information in the Third Party 

Sanitary Survey Form (331-487)8 and mail it to the water system. 

 

We consider a private-contract surveyor-led survey complete when our regional office receives 

the completed electronic checklist, electronic photos and any other information (all sent 

electronically).  

 

 

6.1 Cover Letters 

As stated above, within 30 days after an LHJ surveyor completes a survey with an identified 

significant deficiency or significant finding, DOH or the LHJ will notify the system in writing. 

If the survey takes multiple days, the 30-day deadline begins on the last day of the survey.  

 

6.1.1 LHJs write  their own surveys (Option 1a and 1b above) 

To meet the 30-day deadline to mail the cover letter, LHJs must send an electronic copy of the 

draft cover letter, completed checklist, and photos to our regional office within 25 days of the 

survey. This is necessary so that we can review the letter, return it to the LHJ, or copy it onto 

our own letterhead and send to the water system within 30 days. 

 

Some LHJs require the water system to pay for the survey before releasing the final cover letter. 

Those LHJs must make sure the water system prepays for the survey or follow up with the 

system to avoid the risk of delay in meeting our expectations on post-survey follow up 

documentation. 

 
8 http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-487-F.doc  

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-487-F.docx
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-487-F.docx
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-487-F.doc
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6.1.2 DOH writes the LHJ survey (Option 1c, above) 

To mail the cover letter within the 30-day deadline, within 15 days of the survey date the LHJ 

must submit the completed checklist, photos, and all other survey-related documentation 

electronically to our regional office. This is necessary so that we can compose the cover letter, 

format the photos, and send the complete package of cover letter, photos, and checklist to the 

water system within 30 days. 

 

6.1.3 DOH writes a second cover letter to the purveyor following an initial LHJ letter 

(Option 2 above) 

DOH rarely uses this option because of potential confusion, complications, and inefficiencies. 

The LHJ and DOH must agree on a deadline for us to receive the cover letter the LHJ sent to the 

water system so that we can review it and, when necessary, send our own letter to the water 

system within 30 days of the LHJôs survey. 

 

6.1.4 Private Contract Surveyors 

To meet the expectation that we use a private-contract surveyorôs information to prepare the 

cover letter within 30 days, the surveyor must submit the completed checklist, photos, and all 

other survey-related documents electronically to our regional office within 15 days of the 

survey date. This is necessary so that we can compose the cover letter, format the photos, and 

send the complete package of cover letter, photos, and checklist to the purveyor within 30 days. 

 

 

6.2 Submitting Completed Checklist and Photos 

Surveyors should mark every applicable box in the checklist appropriately. 

 

We recommend that you take photographs in a manner that works from the general to the 

specific. For example, take a set-up shot showing the general area of the violation, then take a 

close up of the violation itself. Take as many photographs as necessary to document your 

observations clearly.  

 

To the extent possible, we want third party surveyors to provide electronic photos of the 

following. 

¶ Each wellhead: Show as much of the surrounding environment as possible. In the photo 

narrative, identify the well by source number, along with any other feature considered 

noteworthy. 

¶ Each treatment process: Show as much of the treatment equipment and its relationship 

with other components as possible. In the photo narrative, identify the source to which 

the treatment is associated, along with any other feature considered noteworthy. 

¶ Each reservoir: In the photo narrative, identify the reservoir by name, along with any 

other feature considered noteworthy. 

¶ Interior of each booster pump station: In the photo narrative, identify the booster 

station by name, along with any other feature considered noteworthy. 

¶ Each significant deficiency (wherever possible): In the photo narrative, identify the 

significant deficiency by its associated checklist item number. 
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¶ Each significant finding (whenever possible): In the photo narrative, identify the 

significant finding by its associated checklist item number. 

 

 

6.3 Transmitting Third Party Surveyor Information to DOH 

Each regional office processes hundreds of surveys each year. To efficiently review and 

approve the valuable information surveyors collect from each survey, we need complete 

information consistently formatted. 

 

Submit an electronic version of the cover letter, completed checklist, photos, and other 

documentation to us using the correct format: 

¶ For the transmittal email, see the example in Appendix B. 

The subject line should be THIRD PARTY SS INFO; <Name of the water system>; 

<PWS ID#>, <County>, <Date of the field visit>THIRD PARTY. If the cover letter 

identifies a significant deficiency or significant finding, the subject line should be 

PRIORITY: THIRD PARTY SS INFO; <Name of the water system>; <PWS ID#>, 

<County>, <Date of the field visit>THIRD PARTY 

 

¶ For the cover letter, follow this outline. See examples in Appendix C and D. 

o Introduction. 

o Section on significant deficiencies (if none, do not include this section), followed by 

a standard statement about expectations for compliance. 

o Section on significant findings (if none, do not include), followed by a standard 

statement about expectations for compliance. 

o Section on referrals (if none, do not include), including your reason for the referral 

and a description of your concern. 

o Section on observations (if none, do not include). 

o Section on recommendations, compliments, kudos, and so on. 

 

¶ For transmitting photos. 

o Paste electronic photos into a Word document. 

o Title each page of photos with the name of the water system, date of the photos, and 

name of the surveyor. 

o Describe each photo with enough detail to understand the point of the photograph. 

For example, to identify a problem, a facility, or the relationships between features 

in the photo. 

 

¶ Complete the checklist. 

o Review the checklist for completeness. 

o Cross-reference the completed checklist with the cover letter, confirming all 

significant deficiencies, significant findings, and observations identified on the 

checklist have a corresponding narrative in the cover letter, and vice-versa. 

 

¶ Include other documentation. 

o Signed, and dated WFI (with or without). 

o Updated Coliform Monitoring Plan (CMP). 
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o Missing water quality lab data and treatment plant reports. 

o Maps and schematic drawings. 

o Photos the operator provided. 

o Surveyorôs notes. 

 

Supporting documents included in the Appendices. 

¶ Appendix B: Example email transmitting draft or preliminary survey information to us 

for review. 

¶ Appendix C:  LHJ cover letter template. 

¶ Appendix D:  An example of a completed LHJ cover letter. 

 

 

6.4 Standard Language 

Appendix E includes a standard response for every checklist item marked as a significant 

deficiency, significant finding, referral, or observation. Chapter 5 describes all six categories of 

sanitary survey findings. Each category has its own place in the sanitary survey cover letter. 

 

Appendix E also identifies appropriate areas for stating your recommendations. Feel free to 

express your professional judgment in the manner you consider most appropriate for any of the 

items classified as ñrecommendationsò on the Third party Survey Checklist, or any other aspect 

not covered on the checklist. 

 

The standard language provides clear direction to the water system on requirements. The 

standard language also helps us track whether the water system meets the requirement or 

expectation. All third party surveyors should use the standard language wherever possible. 

Adjust the standard language, as needed, to fit the context of each survey finding. Familiarity 

with all Appendix E information associated with each checklist item will help you adjust the 

standard language for a particular situation. 

 

 

6.5 Compliments and Kudos 

Writing survey letters and reports is not just about pointing out the incorrect, inadequate, and 

unsafe. As a talented surveyor, you know the important role you play in reinforcing good 

behavior. We encourage you to freely express your positive impressions about the condition of 

facilities, the preparedness for the unexpected, and the obvious interest in improving operations 

and management, just to name a few. Cite specifics when offering a compliment on something 

done well. 

 

We expect the operator, owner, or board of directors, and even some consumers, to read the 

survey cover letter. Usually, these people are very interested in what you have to say about their 

water system. The way you present the information will affect the way they receive it. Seek 

balance, cite specifics, stand firm on what matters, and always connect things to the basic fact 

that the water this water system delivers affects the health, and often the property values and 

economy, of those it serves.  
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CHAPTER 7 Post-Survey Follow-up with Purveyors 

 

Chapter 7 covers the role the surveyor plays in achieving desired sanitary survey program 

outcomes. 

 

7.0 We Want Results, Not Endless Compliance Actions 

As stated above, the objective of each sanitary survey is to: 

¶ Identify issues that threaten the safety and reliability of the drinking water supply. 

¶ Understand the water system operation, its capabilities, weaknesses, and current condition. 

¶ Understand the water systemôs challenges, the owner or operatorôs commitment level, 

and their preparedness to face challenges effectively.  

¶ Identify gaps between what should be and what is, and understand the role health 

officials can play in closing those gaps.  

 

The ultimate goal of the Sanitary Survey Program is to help water system personnel improve 

their water systems and increase awareness of the need to find and fix problems before they 

result in unreliable or unsafe drinking water. In doing so, we create conditions for a sustained, 

high level of public health protection. 

 

If a water system doesnôt address a significant deficiency or significant finding, or it fails to 

cooperate in scheduling and participating in a sanitary survey, we use active enforcement to ensure 

compliance. That usually means progressive enforcement measures, beginning with a Notice of 

Violation and ending with an Order and Imposition of Penalty. 

 

7.1 In Support of Excellence 

Your approach to the survey can position water system staff to cooperate with any directives 

issued. Hereôs how you can promote even better survey outcomes: 

¶ Remind the water system of its role in protecting public health. 

¶ Remind the operator of his/her responsibility to conduct routine self-surveys to find and 

fix potential deficiencies. Donôt wait until the next survey! Significant deficiencies and 

significant findings are preventable if the operator or owner acts with due diligence to 

proactively find and fix problems with the water system. 

¶ When you identify problems in the field, describe what you saw, why it is a problem, 

and your insights on how to resolve the problem.  

¶ Describe why the problem is important with respect to the delivery of safe and reliable 

drinking water.  

¶ Describe what they can expect from us if a problem is a significant deficiency or 

significant finding. 

¶ Ask them if they have any questions and take time to answer each one fully. 

¶ Give the operator or owner helpful DOH publications on pertinent topics. If necessary, 

send the publication or email a link to them when you return to your office. 

Give the water system your contact information and invite the owner and operator to call if they 

have questions later. Our LHJ-DOH and vendor contracts reimburse certain technical assistance 

activities, including follow up on deficiencies identified during sanitary surveys (see Chapter 9).  
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CHAPTER 8 Expectations for Special Purpose Investigations 

 

Chapter 8 covers investigations prompted by an acute health risk trigger, such as an E.coli 

maximum contaminant level violation. These investigations, sometimes performed by LHJs, 

must be complete within two working days of the incident/violation. Sharing many 

similarities with a sanitary survey in scope and process, the investigation intends to pinpoint the 

potential (or actual) causes of the event after the fact, whereas the primary purpose of a sanitary 

survey is to prevent such an event in the first place. 

 

8.0 SPI Definition 

A Special Purpose Investigation (SPI) is an on-site inspection of public water system 

infrastructure and utility practices in response to a potential public health concern, regulatory 

violation, or consumer complaint. Third party surveyors conduct many of the SPIs performed 

each year. If asked to perform an SPI, check with our regional office for the appropriate SPI 

checklist. 

 

8.1 Need for an SPI 

DOH will determine when an SPI is needed. For example, we will require an SPI in response to 

an E. coli maximum contaminant level violation, or other water quality, low-pressure, or health 

complaints. 

 

8.2 Duties and Responsibilities 

We will ask a third party LHJ to perform certain SPIs. When we request the SPI, we will give 

you the information you need to prepare for and conduct the SPI. If you accept the assignment, 

we will notify the purveyor of the SPI requirement and your participation. 

 

You will be responsible for scheduling the SPI with the purveyor, completing the fieldwork, and 

submitting by email a completed SPI report within two working days of accepting the 

assignment. We expect the certified operator (if there is one) to participate in the SPI. 

 

A complete SPI report includes the following. 

¶ A completed SPI checklist (in some cases, our regional office may direct you to use a 

Level 2 assessment form. See Chapter 11). 

¶ Electronic photos of each sanitary defect. In the photo narrative, identify the sanitary 

defect by its associated SPI checklist item number. 

¶ Other documentation. 

 

Submit  completed SPI reports to us as follows. 

¶ Use the correct email address format. See Appendix B. 

The email subject line should be PRIORITY: THIRD PARTY SPI INFO; <Name of the 

water system>; <PWS ID#>, <County>, <Date of the field visit>THIRD PARTY 

 

¶ Use the following format and narrative for transmitting photos. 

o Paste electronic photos into a Word document. 
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o Title each page of photos with the name of the water system, date of the photos, and 

name of the surveyor. 

o Describe each photo with enough detail to understand the point of the photograph 

For example, to identify a problem, a facility, or the relationships between features 

in the photo. 

 

¶ Complete the SPI checklist provided by our regional office (in some cases, our 

regional office may direct you to use a Level 2 assessment form. See Chapter 11). 

 

¶ Include other documentation.  

Include summary of findings, investigatorôs notes, any photos, and other documents the 

purveyor provided, such as public notice, sample results, measurements, operations log, 

and so on. 

 

Review your investigation findings with the purveyor before concluding the SPI. If you uncover 

any significant deficiencies, significant findings, or other sanitary defects during your 

investigation, inform the purveyor that DOH will issue a directive and establish a deadline to 

address them. We will forward your SPI report and our own cover letter to the purveyor. We do 

not expect you to send any correspondence directly to the purveyor following the SPI. 
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CHAPTER 9  Expectations for Technical Assistance 

 

Chapter 9 covers technical assistance an LHJ may provide to a water system. 

 

9.0 What is Technical Assistance? 

Technical Assistance (TA) includes: 

¶ Helping water system personnel to complete work that DOH requires, requests, or 

advises them to do in order to meet applicable drinking water rules.  

¶ Verifying that water system personnel completed the work we required, requested, or 

advised them to do. 

 

DOH must pre-authorize any TA that an LHJ provides to a water systemðif the LHJ expects 

payment. We encourage LHJ staff to identify and suggest TA activities that would improve the 

technical, financial, or managerial capacity of public water systems. 

 

TA does not include well site inspections. See Chapter 10 for well-site inspection guidance. 

 

TA activities include (but are not limited to) assistance in the following areas. 

1. Source 

a. Sanitary control area. 

b. Source approval. 

c. Susceptibility assessment. 
 

2. Treatment (Disinfection) 

a. Chlorine residual monitoring. 

b. Chlorinator operation and 

maintenance. 
 

3. Distribution and Storage 

a. Cross connection control.  

b. Techniques for flushing and 

disinfecting lines after repairs or 

new construction. 

c. Updated distribution maps 

(schematic or scaled). 
 

4. Water system management and 

operation 

a. Seasonal start-up. 
 

5. Water quality monitoring, reporting 

and data verification 

a. Coliform monitoring plan. 

b. Nitrate monitoring and treatment. 

c. Source monitoring requirements. 

d. Field sampling for coliform, nitrate 

or chlorine residual. 

6. Existing System Approval (ESA) 
 

7. Certified operator compliance 

a. Investigate complaints the DOH 

Regional Office receives.  

b. Help operator prepare for operator 

certification exam. 

c. Emergency response. 
 

8. Public notification activities 
 

9. Directly assisting water systems 

during emergencies with:  

a. Public notification. 

b. Sampling. 

c. Flooding or wildfire. 

d. Credible threats, vandalism, and 

tampering. 
 

10. Assist with  one or more elements of 

a Small Water System Management 

Program (SWSMP) (WAC 246-291-

105(4) (a-t). 
 

11. Water Facilities Inventory (WFI) . 

a. WFI verification. 

b. System reclassification. 
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12. Follow up to verify that the water 

system addressed or completed work 

as required. 
 

13. Other activities and one-on-one 

training or consultation needed to 

help the water system achieve 

compliance with applicable drinking 

water rules and sound operations 

and management. 

a. Systems moving from Group B to 

Group A. 

b. Newly discovered Group A water 

system. 

c. New owner of a noncommunity 

water system. 

d. New board member training. 

14. Coordinate activities among several 

purveyors as part of a consolidation 

effort . 

a. Connecting a Group A system 

(usually a noncommunity system) 

to an existing Group A. 

b. Transfer ownership to an SMA. 

 

9.1 When sanitary surveys or SPIs end and TA begins 

A sanitary survey and SPI end when the surveyor and purveyor have observed, documented, 

discussed, and understood all relevant issues. TA begins when the surveyor engages in the 

process of assisting the purveyor in his/her duty to answer or address the significant deficiency, 

significant finding, or observation. 

 

Our third party surveyors are qualified to provide a broad array of assistance. They know what 

type of assistance purveyors need and understand their capacity to use it. TA for small water 

systems is integral to a successful state drinking water program. 

 

 

9.2 Payment for Technical Assistance 

To maintain budgetary control and ensure we address priority water systems and issues, we 

must pre-authorize payments for TA. We pay for TA according to the terms of the Consolidated 

Contract or Vendor Agreement. Surveyors expecting payment for providing technical assistance 

can get approval with a simple phone call or email to our regional office.  

 

 

9.3 Duties and Responsibilities 

If we ask you to provide TA, we will give you all the information you need to prepare and 

conduct the fieldwork. 

 

Third party surveyors must get our pre-approval for payment, schedule the TA, visit with the 

purveyor, complete the fieldwork, and email a completed TA report to us within 30 days after 

completing the TA. We expect the certified operator (if there is one) to participate in all TA 

activities. Depending on the subject, the water system owner may be the principle audience for 

TA, and should participate, too. 
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A complete TA report includes: 

¶ A memo describing the reasons for the TA, who participated, activities performed 

during TA, and follow-up actions expected by you and the purveyor. If you uncover any 

significant deficiencies or significant findings (see checklist), identify them in your 

memo. 

¶ Electronic photos if appropriate. 

¶ Other documentation. 

 

Submit the completed TA report to us as follows. 

¶ Use the correct format and email address. See Appendix B. 

The email subject line should be THIRD PARTY TA INFO; <Name of the water 

system>; <PWS ID#>, <County>, <Date of the field visit>. If you identified any 

sanitary defects, place the word ñPRIORITYò in the subject line. 

 

¶ Use the following format and narrative for transmitting photos. 

o Paste electronic photos into a Word document. 

o Title each page of photos with the name of the water system, date of the photos, and 

name of the surveyor. 

o Describe each photo with enough detail to understand the point of the photograph. 

For example, to identify a problem, a facility, or the relationships between features 

in the photo. 

 

¶ Include other documentation.  

Include work products or other documented outcomes from the technical assistance 

provided, any photos or other documents the purveyor provided, such as public notice, 

sample results, measurements, operations log, and so on. 
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CHAPTER 10  Well Site Inspections 

 

Well site inspections are a tool that the Department of Health (DOH) uses to protect public 

health. These inspections of wells proposed for use in a public water system is for ensuring that 

the wells have a sanitary control area that either, 1) contain no sources of contamination, or 2) 

contain sources of contamination that are satisfactorily mitigated. Protection of source water is 

the first step in the multiple-barrier approach that is set forth the drinking water regulations for 

protecting public health from waterborne illness. 

 

The wellsite inspection should be done before the well is drilled; however, we recognize that 

some wells have already been drilled before the wellsite inspection and so our checklist includes 

questions related to existing wells. As part of source approval submittals for wells that are 

proposed to be used in a public water system, WAC 246-290-130(4)(e) requires a copy of the 

on-site inspection form completed by DOH or local health department representative. In 

Department of Ecologyôs rules on water wells, WAC 173-160-171(3)(c) says ñall public water 

supply well locations shall be approved by the department of health or the local health 

jurisdiction or other department of health designee.ò 

 

 

The core of the well site inspection is the checklist, which is used by ERO staff and LHJs, 

linked here Public Water system Well Site Inspection Form 331-638 (Word). 

 

We expect the purveyor or consultant to provide a site map before or during the field visit. It is 

good practice to ask when scheduling the inspection that they bring they provide a map. There 

is also a blank SCA map included with the checklist, and that can be used for additional notes 

during the well site inspection. When we do the well site inspection, the person requesting the 

inspection should send us a completed DOH Well Site Inspection Request form along with the 

relevant attachments. 

 

When an LHJ does a well site inspection, they should provide us with a copy of the follow-up 

letter, checklist, and maps. Template well site inspection letters are included at the end of this 

chapter. The water systemôs consultant also includes the documentation in the source approval 

package submitted to our office. 

 

 

  

https://www.doh.wa.gov/Portals/1/Documents/Pubs/331-638.docx
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CHAPTER 11  Level 1 and Level 2 Assessments (Revised Total 
Coliform Rule) 

 

Chapter 11 provides information about Level 1 and Level 2 assessments performed in response 

to certain Revised Total Coliform Rule (RTCR) violations or treatment technique triggers. A 

water system is responsible for submitting a completed assessment to DOH within 30 days of 

incurring a treatment technique trigger. 

 

11.1 Assessment Triggers 

A Level 1 assessment is required when a system has a Treatment Technique Trigger for any of 

the following events. 

¶ A water system that collects fewer than 40 routine samples a month has two or more 

total coliform-positive samples in the same month. 

¶ A water system that collects 40 or more routine samples has coliform-positive results in 

more than 5 percent of the routine and repeat samples. 

¶ A water system fails to collect three repeat samples for every total coliform-positive 

routine sample. 

 

A Level 2 assessment is required when a system has any of the following events. 

¶ E. coli MCL violation.  

¶ A second and all subsequent Treatment Technique Triggers within a rolling 12-month 

period. 

Level 1 and Level 2 assessments must be conducted as soon as practical and the completed 

assessment must be submitted by the purveyor to DOH within 30 days of notification of the 

Treatment Technique Trigger. 

 

11.2 Who May Conduct an Assessment? 

Anyone familiar with the water system may conduct a Level 1 assessment.  

Only these qualified individuals may perform a Level 2 assessment. 

¶ Water Distribution Manager Level 2 or higher. 

¶ A licensed professional engineer. 

¶ A local health jurisdiction staff. 

¶ DOH staff. 

 

Relationship between a Level 2 assessment and an SPI 

E.coli MCL violations trigger both an SPI and a Level 2 assessment. DOH or a designated 

LHJ will conduct SPIs for all E.coli MCL violations. The purpose of the SPI is to find and 

ensure defects in facilities that may have led to E. coli contamination are fixed. Significant 

deficiencies and significant findings identified in an SPI are actionable and tracked by us 

through resolution, independent of the utilityôs own assessment findings. 
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Level 2 assessment triggered by an E.coli MCL violation.  A Level 2 assessment triggered by 

an E.coli MCL violation is like an SPI, but the scope is broader. Like an SPI, a Level 2 

assessment is an evaluation intended to identify the possible presence of sanitary defects, 

defects in distribution system coliform monitoring practices, and the likely reason the system 

incurred an E. coli MCL violation. A Level 2 assessment goes further by examining other 

operational practices. It documents actions completed and corrective action planned to address 

pathways of entry for microbial contamination into the distribution system, or failure, or 

imminent failure in a barrier that is already in place. A completed Level 2 assessment is a 

comprehensive examination of the water system and as such shares similarities with a sanitary 

survey. 

 

Any system required to employ a WDM2 or above (including a system employing an SMA), 

must complete its own Level 2 assessment. The system should reference the findings of the 

LHJôs SPI in its completed Level 2 assessment.  

 

For small systems that do not employ a WDM2 or above (and does not employ an SMA), we 

may elect to expand the scope of the SPI so that it may serve to fulfill the Level 2 assessment 

requirement. In such cases, the scope of the SPI will be the same as the scope of a Level 2 

assessment and the party conducting the SPI may use the Level 2 assessment template when 

conducting the SPI. 

 

Level 2 assessments triggered without an E.coli MCL violation . Whenever a Level 2 

assessment is triggered without an E. coli MCL violation, the water system will be held 

accountable to complete its own Level 2 assessment regardless of the level of its operatorôs 

certification. 

 

DOH will reimburse an LHJ for conducting all SPIs, including those that also serve to satisfy 

the water systemôs Level 2 assessment. 

 

The following documents provide more detail on conducting Level 1 and Level 2 assessments: 

¶ The Revised Total Coliform Rule (brochure) (PDF, DOH 331-556).9 

¶ Level 1 Assessment Guidance Template (Word, DOH 331-569).10  

¶ RTCR Level 2 Assessment Guidance Template (Word, DOH 331-570).11 

  

 
9 http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-556.pdf  
10 http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-569.docx 
11 http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-570.docx 

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-556.pdf
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-556.pdf
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-569.docx
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-570.docx
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-570.docx
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-556.pdf
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-569.docx
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-570.docx
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Appendices 

 

A. Initial survey notification letter template. 

 

B. Format and content for transmitting survey information to us by email. 

 

C. LHJ sanitary survey cover letter template. 

 

D. Example LHJ sanitary survey draft cover letter. 

 

E. Sanitary survey checklist reference. 

 

F. WFI form and WFI instructions. 
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APPENDIX A: Initial survey notification letter template 

 
 
Example notification letter for third party  survey 

DOH issues the invoice 

 

 

Month ##, 201# 

 

 

«Pwc_Contactname» 

«Pwc_Address1» 

«Pwc_Address2» 

«Pwc_City», «Pwc_State» «Pwc_ZipCode» 

 

Subject: «Pws_Systemname», ID #«Pws_PwsID», Benton County;  

Sanitary Survey Inspection Due in 2018 

 

Dear Water System Manager: 

 

Department of Health (DOH) records show your water system is due for a sanitary survey in 2018. I am 

writing to notify you that the Benton-Franklin Health District will contact you to schedule the survey. 

You may choose to contact the Benton-Franklin Health District directly at (509) 460-xxxx.  

 

We expect the system operator who is most knowledgeable about the systemôs day-to-day operations to 

accompany the surveyor during the inspection. We also seek the active participation of the water system 

owner or a representative of the governing body during the survey. We value their input in areas of water 

system management, finances, and planning. If the owner or governing body is not available to attend 

the survey, the surveyor may attempt to set up a phone interview before or after the survey. 

 

Please plan to have your systemôs records available at the time of the inspection. It would be helpful to 

meet at an indoor location to review your files either before or after the survey.  

 

To ensure that your water system is free of deficiencies before the surveyor arrives to conduct the 

survey, please review your last sanitary survey report and correct any deficiencies listed. Contact me if 

you do not have a copy. 

 

Conduct a pre-survey inspection of your water system and correct any deficiencies found. To help guide 

your self-inspection, review the Third Party Sanitary Survey Checklist (331-487-F)12 and our fact 

sheet Sanitary Surveys of Drinking Water Systems (331-197)13. 

Pay special attention to the items on the checklist noted in highlighted and bold text, which 

represent significant deficiencies; and highlighted text, which represent significant findings. If the 

surveyor finds any of these during the sanitary survey, you will be required to address them in a short 

timeframe.  

 

 
12 http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-487-F.doc 
13 http://www.doh.wa.gov/portals/1/Documents/pubs/331-197.pdf 

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-487-F.docx
http://www.doh.wa.gov/portals/1/Documents/pubs/331-197.pdf
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-487-F.doc
http://www.doh.wa.gov/portals/1/Documents/pubs/331-197.pdf
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The Department of Health will charge a fee to help recover the cost of conducting the sanitary survey 

(WAC 246-290-990(3)(c)). The fees for water systems are: 

 

Noncommunity systems 1-3 connections .......................................................... $400 

Noncommunity systems >3 connections ........................................................... $600 

Community systems .......................................................................................... $600 

 

We understand the hardship and the cost that a sanitary survey can have on smaller systems. To help 

ease the financial burden, we can offer payment arrangements that spread the cost out over a number of 

months. To make payment arrangements, please contact me when you receive your invoice and cover 

letter. 

 

When the survey is complete, you will receive a report identifying any deficiencies you need to address. 

You will generally receive a deadline of 45 days to either complete corrective actions associated with 

any deficiencies or, if a major project is involved, submit a corrective action plan. 

 

Failure to cooperate in scheduling or participating in the sanitary survey, or failure to correct noted 

deficiencies will result in increased monthly coliform samples, and initiation of formal enforcement 

steps such as a red operating permit, state Significant Non-Complier (SNC) status, and the possibility of 

civil penalties. 

 

If you have any questions, please call me at 509-329-2136 or email mark.steward@doh.wa.gov 

 

 

Sincerely, 

 

 

 

Mark Steward 

 

cc: «Own_Name», «Pws_Systemname» 

 

  

mailto:mark.steward@doh.wa.gov
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Example notification letter for third party  survey 

LHJ issues the invoice 

 

Month #, 201# 

 

 

«Pwc_Contactname» 

«Pwc_Address1» 

«Pwc_Address2» 

«Pwc_City», «Pwc_State» «Pwc_ZipCode» 

 

Subject: «Pws_Systemname», ID #«Pws_PwsID», Thurston County;  

Sanitary Survey Inspection Due in 2018 

 

Dear Water System Manager: 

 

According to Department of Health (DOH) records, your water system is due for a sanitary survey in 

2018. I am writing to notify you that the Thurston County Health Department will be in contact with you 

to schedule the survey. You may choose to contact the Thurston County Health Department directly by 

calling (360) 867-xxxx.  

 

We expect the system operator who is most knowledgeable about the systemôs day-to-day operations to 

accompany the surveyor during the inspection. We also seek the active participation of the water system 

owner or a representative of the governing body during the survey. We value their input in areas of water 

system management, finances, and planning. If the owner or governing body is not available to attend 

the survey, the surveyor may attempt to set up a phone interview before or after the survey. 

 

Please plan to have your systemôs records available at the time of the inspection. It would be helpful to 

meet at an indoor location to review your files either before or after the survey.  

 

To ensure that your water system is free of deficiencies before the surveyor arrives to conduct the 

survey, please review your last sanitary survey report and correct any deficiencies listed. Contact me if 

you do not have a copy. 

 

Conduct a pre-survey inspection of your water system and correct any deficiencies found. To help guide 

your self-inspection, review the Third party Sanitary Survey Checklist14and our fact sheet 

Sanitary Surveys of Drinking Water Systems (331-197)15. 

 

Pay special attention to the items on the checklist noted in highlighted and bold text, which 

represent significant deficiencies; and highlighted text, which represent significant findings. If the 

surveyor finds any of these during the sanitary survey, you will be required to address them in a short 

timeframe.  

 

When the survey is complete, you will receive an invoice from Thurston County Health Department and 

a report identifying any deficiencies you need to address. You will generally receive a deadline of 45 

days to either complete corrective actions associated with any deficiencies or, if a major project is 

involved, submit a corrective action plan. 

 

 
14 www.doh.wa.gov/Portals/1/Documents/Pubs/331-487-F.doc 

 
15 http://www.doh.wa.gov/portals/1/Documents/pubs/331-197.pdf  

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-487-F.doc
http://www.doh.wa.gov/portals/1/Documents/pubs/331-197.pdf
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-487-F.doc
http://www.doh.wa.gov/portals/1/Documents/pubs/331-197.pdf
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Failure to cooperate in scheduling or participating in the sanitary survey, or failure to correct noted 

deficiencies will result in increased monthly coliform samples, and initiation of formal enforcement 

steps such as a red operating permit, state significant non-complier (SNC) status, and the possibility of 

civil penalties. 

 

If you have any questions, please call me at 360-236-3028 or email denise.miles@doh.wa.gov. 

 

 

Sincerely, 

 

 

 

Denise Miles 

 

cc: «Own_Name», «Pws_Systemname» 

 

mailto:Denise.miles@doh.wa.gov
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APPENDIX B: Format and content for emailing survey information to 
us 

 

 

To process sanitary survey information in a timely manner, we need surveyors to send their 

email transmittal to the right people and in the proper format. See Chapter 6 for expectations on 

the content of survey information emails. 

 

Transmittal Email Addresses 

Regional Office Send directly email to: Send cc to:16 

Northwest brian.boye@doh.wa.gov  DOH regional engineer 

Southwest swro.sanitarysurveys@doh.wa.gov  DOH regional engineer 

Eastern DOH regional engineer Mark.Steward@doh.wa.gov  

 

As applicable to the agreement each surveyor has with the regional office for communicating 

sanitary survey findings to us (See Chapter 6), transmit the following information. 

¶ Completed checklist as a Word or PDF document. You must maintain the format of the 

checklist (columns, page sequence, and so forth). 

¶ Electronic photos pasted into a Word document. You should provide descriptions for 

each photo. 

¶ Cover letter as a Word document. Follow the format presented in Appendix C. 

¶ Scanned, updated, signed, and dated WFI. 

 

The subject line should be as follows. 

THIRD PARTY  SS INFO; <Name of the water system>; <PWS ID#>, <County>, <Date of 

the field visit> 

 

If the cover letter identifies a significant deficiency or significant finding, then the subject line 

in your email should be the following. 

PRIORITY:  THIRD PARTY  SS INFO; <Name of the water system>; <PWS ID#>, 

<County>, <Date of the field visit>  

 

 
16 If you need the email address for the regional engineer assigned to your county, contact our regional office.  

mailto:Brian.boye@doh.wa.gov
mailto:swro.sanitarysurveys@doh.wa.gov
mailto:Mark.Steward@doh.wa.gov
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APPENDIX C: LHJ sanitary survey cover letter: Example 1 

<Date> 

 

 

 

<Water System Contact> 

<System Name> 

<Address A> 

<Address B> 

<City>, <State> <Zip Code> 

 

Subject: <System Name>, ID #<PWSID>, <County Name>; Third Party Sanitary Survey Inspection 

performed on <Insert Date> 

 

Dear Water System Manager: 

 

Thank you for meeting with me to conduct a survey of this water system. Sanitary surveys are the Office 

of Drinking Waterôs (ODW) way to inspect public water systems through a field visit. 

 

This report documents the information collected during the survey. The Office of Drinking Water 

reviewed this information and agreed with my conclusions and recommendations. Please correct the 

items listed below and provide documentation of completion before the due date. If you will not be able 

to correct the item(s) by the assigned due date, you must submit a Corrective Action Plan by the assigned 

due date describing how and when you will have the item(s) completed. When approved by us the 

schedule included with your Corrective Action Plan will become your new compliance due date to 

submit documentation of completion.  

 

Include the system name, ID number, and the date corrected on all documentation you provide so you 

can receive proper credit. Please send your information to ODW by e-mail at 

swro.sanitarysurveys@doh.wa.gov or by mail to Southwest Drinking Water Operations, Sanitary Survey 

Program, PO Box 47823, Olympia, Washington 98504-7823. 

 

SIGNIFICANT DEFICIENCIES ˈAddress the following items by MONTH DAY , YEAR. 

1. There is a sewer line, septic tank, and a failed septic system present in the Sanitary Control Area 

(SCA) of Well #01 (S01). The now vacated residence connected to the failed septic system must 

remain vacant until the septic system repair permit SEP15-00095 is installed and approved for 

connection. The sewer line between the home and the proposed new septic tank is and will 

remain less than 100ô to the well. Please submit a corrective action plan with timeline that 

describes how you will address the hazard(s) within the SCA. Examples of acceptable 

corrective actions are to install treatment that meet a CT of six or obtain another approved 

source of supply. 

 

SIGNIFICANT FINDINGS ˈAddress the following items by MONTH DAY, YEAR . 

2. The well house is poorly constructed and the lock is inadequate. Reconstruct the well house to 

be secure against unauthorized entry and install a sturdy locking mechanism.  

REFERRALSˈYou will be contacted by an ODW program specialist to discuss the following item(s). 

3. Well #01 (S0#01) appears to meet the definition of a potential groundwater under the direct 

influence of surface water (GWI). DOH will contact you with further information on the GWI 

evaluation process.  

 

OBSERVATIONSˈYour water system does not meet the following regulatory requirements. 

mailto:swro.sanitarysurveys@doh.wa.gov
file:///C:/Users/dmg0303/AppData/Local/Microsoft/Windows/Temporary%20Internet%20Files/_FORMS/Significant%20Defiencies_11-15-13.docx
file:///C:/Users/dmg0303/AppData/Local/Microsoft/Windows/Temporary%20Internet%20Files/_FORMS/Significant%20Findings_11-15-13.docx
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4. Measure and record water production for each source at least monthly. However, we recommend 

that you record source production daily during the two highest use months and weekly during 

the rest of the year to better manage and predict water production and water use patterns. 

5. Develop and implement a Small Water System Management Program. I suggest starting with 

developing a coliform monitoring plan (CMP), emergency response plan (ERP) and an 

operations and maintenance plan (O&M). Please review DOH publications 331-036, 331-211, 

and 331-351. 

RECOMMENDATIONS  

6. We recommend installing isolation valves on each pressure tank during the next scheduled 

shutdown of the water system. These valves will enable you to repair or replace each tank 

without needing to shut down the water system and interrupt water service.  

7. We recommend creating and maintaining a facilities map that displays the size, material, and 

location of the water mains and service lines. It should show the location of distribution system 

components, such as valves, source flow meter, and pressure tank.  

 

A sanitary survey is a fee-for-service activity (WAC 246-290-990). DOH will send you an invoice for 

$xxx.xx 

If you have any questions about this report, please contact me at xxx-xxx-xxxx or by e-mail at xxx.  

Sincerely, 

 

Local Health Staff Person, R.S. 

Registered Sanitarian  

Enclosure 

cc: Denise Miles, SWRO ODW Regional Sanitary Survey Program Coordinator 

DOH Regional Engineer 

 

 

Third party 
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APPENDIX D: LHJ sanitary survey cover letter: Example 2  

 

 

Month #, 201# 

 

 

 
<Water System Contact> 

<System Name> 

<Address A> 

<Address B> 

<City>, <State> <Zip Code> 

 

 
Subject: <System Name>, ID #<PWSID>, <County Name>; Third Party Sanitary Survey Inspection 

performed on <Insert Date> 

 

Dear Mr. Twain: 

 

Thank you and Tom Sawyer for your time and attention during our recent sanitary survey. 

This report documents the information collected during the survey. I listed defects in your water 

system facilities or operations that need your immediate attention below as significant 

deficiencies or significant findings. The Office of Drinking Water reviewed this information and 

agreed with my conclusions and recommendations. 

 

You must complete the corrective action associated with each significant deficiency and 

significant finding listed below by [insert date 45 days from date on the letter]. After completing 

these actions, please email verification of completion, including photographs and supporting 

narrative to <Employee Name> at <FirstName.LastName@doh.wa.gov or mail it to: 

 

DOH: <Employee Name> 

<Regional Office Address> 
<City>, <State> <Zip Code> 

 

In your transmittal, please reference your water systemôs name, PWS ID #, and date when you 

corrected the items. 

 

Ensuring your water system completes each corrective action is a high priority for the Office of 

Drinking Water. Failure to complete each of these corrections within the designated time may 

result in enforcement action. If you believe you need additional time to correct any defect, 

contact the Office of Drinking Water at <555-555-5555>. Be prepared to explain why you need 

additional time.  

 

 

Significant Deficiencies 

 

Checklist 

# 

Corrective Action Needed within 45 days 

23 Seal any openings in the wellhead with silicone sealer or caulk to prevent the entry of 

dust, insects, or other contaminants. 

mailto:huck.finn@doh.wa.gov
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24a Install a casing vent with a screened, downward facing opening. The screen must be 

noncorrodible 24-mesh, and the down-turned opening should be at least 18 inches 

above the floor. Please see Simple fixes For Wellhead Openings at 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-232.pdf. 

61 The severe water hammer created when the pump shuts down poses an unreasonable 

risk to the reliability of the drinking water supply. Submit your plan to address this 

problem to DOH. 

 

Significant Findings 

 

Checklist # Corrective Action Needed within 45 days 

27 Install a water-sampling tap downstream of S01and before any form or treatment. You 

must be able to collect a raw water sample prior to entry to the distribution system to 

comply with the triggered source monitoring and the assessment source monitoring 

provisions of the Groundwater Rule. 

 

 

I referred the following to DOH.  

 

Referrals 

 

Checklist #  

 87 
 

You described a recurring low-pressure problem that occurs throughout the area 

located north of Mountain Ridge Road. You indicated that during hot summer days the 

20 or so customers in that area complain of poor service. One customer measured his 

water pressure at 15 psi in his house.  

 

 

I include the following observations to notify you of other violations of drinking water rules. 

 

Observations 

 

Checklist # How to Comply 

28 A water system must install a meter on each source and record water production at 

least monthly (WAC 246-290-496). Currently, there is no source meter on Well 1 

(S01). Operating a public water supply without a source meter and without the 

valuable information a meter provides can be detrimental to system operation. After 

installing the source meter we recommend that you record source production daily 

during the two highest use months and weekly during the rest of the year to better 

manage and predict water production and water use patterns. 

 

 

The following recommendations will help to improve your technical, managerial, or financial 

capacity. 

 

Recommendations 

 

Checklist # Recommended Action 

29 The well house has a hole in the roof. We recommend you improve the structural 

integrity of the well house. The structural integrity of the well house is important to the 

protection and maintenance of electrical and mechanical equipment essential to the 

proper functioning of your water system. 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-232.pdf
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44 We recommend that you install a flow control device so that the flow through the UV 

unit doesnôt exceed the rated capacity of the unit. 

We recommend that you install a UV transmittance sensor and solenoid valve so that 

the device will stop flow through the unit if the UV light fails. 

We recommend that you replace the UV light every 12 months. 

 

I want to compliment you on the strength and effectiveness of your cross-connection control 

program, your distribution-system flushing program, and your compliance with drinking water 

sampling requirements. Congratulations! 

 

By completing this sanitary survey, your water system met the requirements in WAC 246-290-

416. The Office of Drinking Water will  notify you of your next sanitary survey in three to five 

years. Please note that you should not interpret satisfying the requirements of a sanitary survey 

as meeting other applicable local, state, or federal statutes, ordinances or regulations. 

 

A sanitary survey is a fee-for-service activity (WAC 246-290-990). DOH will send you an 

invoice for $600. 

 

Thank you for your cooperation in the successful completion of the sanitary survey. If you have 

any questions or need additional information please call me at the number below. 

 

Sincerely, 

 

 

 

<First Name Last Name> 

<Title> 

<Local Health Jurisdiction Name> 

(555) 555-5556 

 

Encl.: Completed sanitary survey checklist 

 

Cc: <FirstName LastName>, DOH Sanitary Survey Regional Lead 
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APPENDIX E: Sanitary survey checklist reference 

 

 

Key to information in Appendix E: 

 

Item # The checklist questions appear on this line. Each item has a corresponding page in 

Appendix E. 

Guidance Information designed to help the surveyor and the water system understand the context and 

meaning of the checklist item. 

How to mark 

the checklist 
This provides clarity on how to mark the item on the checklist.  

Classification The classification depends on how the surveyor marks the item on the checklist. The finding could 

be Significant Deficiency, Significant Finding, Referral, Observation, Recommendation, or 

Informational. 

WAC 

reference 

The Washington Administrative Code (WAC) requires all water systems to satisfy many items on 

the checklist. For these items, we list one or more WAC references here. 

Publications We list links to DOH publications relevant to each checklist item here. 

DOH has a database with hundreds of publications useful to purveyors. DOH encourages 

surveyors to use Appendix E to become familiar with the DOH publications associated with each 

checklist item, and provide relevant publications or their electronic links to water system staff 

during the survey or as a reference in the sanitary survey cover letter. 

Webpage(s) Links to DOH webpages relevant to the checklist item. 

DOH has many useful webpages. We encourage all surveyors to provide water systems with links 

to or printouts of webpages they might find beneficial.  

Standard 

language 

The standard language provides clear direction to the water system on what is required to address 

significant deficiencies and significant findings or expected to address observations. The standard 

language also enables DOH staff to track whether the purveyor addressed the significant 

deficiencies and significant findings. We encourage all surveyors to use the standard language 

wherever possible. You should adjust the standard language as needed according to the context of 

each survey finding. 

Other notes 

for the 

sanitary 

surveyor 

This box offers further background on the topic and may contain information you can use to adjust 

standard language for a particular situation, or to provide additional educational information to the 

purveyor. The surveyor also can use this box to record personal tips, lessons learned from other 

surveys, and important personal reminders. 



 

Sanitary Survey Field Guide 331-486 Page 50 
Updated April 2023 

Checklist Part A: Summary of significant deficiencies and significant findings 
 

The text field for each line in the three sections of Part A is limited to 100 characters. We 

recommend you refer to the checklist item number for each significant deficiency and significant 

finding, and then refer to the survey cover letter for more information. 

 

For example: 

 

Significant deficiencies and significant findings identified during this sanitary survey. 

Item 21. The wellhead is at risk of submergence. See cover letter.  

Item 55. A water supply line is plumbed directly into a chemical tank. See cover letter. 

 

We do not expect you to provide an explanation and give direction in Section A. You should 

include that information in the cover letter to the water system. 

 

 

 
Checklist Part B: General water system description 
 

Topics to describe in the comments section of Part B 

Provide a general description of the water system including changes, updates, connections, 

sources, storage, number of pressure zones, treatment, and control systems and alarms. Make 

corrections and updates to the purveyorôs water facilities inventory form (WFI). 
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Checklist Part C: Operations and Management 
 

Sanitary surveys have been an important part of our state drinking water program for decades. 

For most of this time, our focus has been on visible infrastructure problems, such as a hole in 

the well casing, a rip in the reservoir vent screen, or a septic system too close to the well.  

 

Recently, we began to emphasize inquiry into operations and management issues:  

¶ The way a small water system plans and allocates its resources. 

¶ How prepared system staff are for the unexpected. 

¶ How proactive system staff are at preventing conditions that may lead to an unsafe or 

unreliable drinking water supply.  

 

This relatively new emphasis reflects the federal and state drinking water program priority to 

improve small water system technical, managerial, and financial capacity. 

 

For many surveyors and small system operators and owners, an office discussion about budget, 

emergency response planning or the importance of recordkeeping in a sanitary survey will feel 

new and perhaps a bit awkward. After all, itôs quite different than a clinical study of 

infrastructure and its capacity to keep contaminants out of the drinking water supply. Our goal 

is to move the boundary against unsafe or unreliable drinking water from the infrastructure itself 

to the people who make decisions about infrastructure. 

 

We intend to use the O&M information surveyors collect to direct our small water system 

financial and managerial capacity efforts.  

 

Topics to describe in the comments section of Part C 

¶ Document the general level and quality of the systemôs existing planning and 

management documents.  

¶ Recommend further development or update to existing plans, practices, policies, and 

processes.  

¶ Prioritize new planning, policy, and practices.  

¶ Adequacy of budget and water rates to support needed and prudent expenditures. 
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Item 1 
Was the operator who is most knowledgeable about the systemôs day-to-

day operations present for the survey? 

Guidance 
DOH expects the system operator most knowledgeable about the systemôs day-to-day 

operations to accompany the surveyor during the inspection.  

¶ For systems required to have a certified operator (see below), the operator has a duty to 

be present during the sanitary survey. The Pre-Survey Data Packet will explain 

whether the system is required to have a certified operator. 

¶ If there is no certified operator (most TNC water systems), there may be a Satellite 

Management Agency (SMA) assigned to help manage and operate the system. The 

SMA operator should be present for the survey 

¶ For systems with no certified operator requirement and no SMA, whoever is most 

knowledgeable about the systemôs day-to-day operations should be present for the 

survey. 

¶ The survey notification letter (see Appendix A) sent to the purveyor should reference 

the expectation that the operator most knowledgeable about the systemôs day-to-day 

operations accompany the surveyor during the inspection.  

How to mark 

the checklist 

Mark ñYesò if the system operator who is most knowledgeable about the systemôs day-to-day 

operations was present for the survey.  

Classification Recommendation if marked ñNoò and the system is not required to have a certified operator. 

Observation if marked ñNoò and the system is required to have a certified operator. 

WAC 

reference 
WAC 246-292-032 

Publications Requirements for Waterworks Operators (331-466) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-466.pdf 

Webpage(s) ñWaterworks Operator Certificationò at www.doh.wa.gov/OpCert 

Standard 

language 

For circumstance when no certified operator is required. 

During future surveys we recommend the individual most knowledgeable about the systemôs 

day-to-day operations participate in the sanitary survey. 

For circumstances when a certified operator in required. 

At the time this survey was scheduled we had your commitment that the certified operator in 

responsible charge, or another certified operator with working knowledge of the water system, 

would attend the survey. The individual attending the survey did not possess knowledge nor 

have the proper certification, and so we were unable to fully accomplish the goals of this 

survey. We are forwarding a copy of this letter to DOHôs certification program for their 

reference and follow-up to ensure compliance with WAC 246-292-032.  

Other notes for 

the sanitary 

surveyor 

Certified Operators. All community and nontransient noncommunity water systems must 

employ a certified operator. Some transient noncommunity water systems must employ a 

certified operator, including those that operate CT6/4-log virus inactivation treatment or other 

complex treatment and those that reach a level of significant noncompliance with one or more 

requirements of chapter 246-290 WAC. The Pre-Survey Data Packet will explain whether the 

system is required to have a certified operator. 

SMA Operators. If there is a satellite management agency (SMA) assigned to help manage and 

operate the system, you should invite a representative from the SMA to the survey (Field Guide 

section 3.2.1). 

No certified operator and no SMA. For systems with no certified operator requirement and no 

SMA, whoever is most knowledgeable about the systemôs day-to-day operations should be 

present for the survey. 

  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-466.pdf
http://www.doh.wa.gov/OpCert
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Item 2 Were water system records available for your review?  

Guidance To prepare for this question, review the information in Section 3.1.1. We expect purveyors to 

make information that supports the goals of the sanitary survey available to you. 

How to mark 

the checklist 

Mark ñNoò if the purveyor didnôt provide any records for review necessary to achieve the 

objectives of the survey. Mark ñpartialò if  the water system provided some records for your 

review. 

Classification Observation if marked ñNoò or ñPartial.ò 

WAC 

reference 

WAC 246-290-416 

Publications Sanitary Surveys of Drinking Water Systems (331-197) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-197.pdf  

Records Retention Reminder (331-431) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-431.pdf 

Webpage(s) http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/RegulationandCompliance

/SanitarySurveys.aspx 

Standard 

language 

Water systems must provide information in support of a thorough sanitary survey (WAC 246-

290-416). You didnôt provide enough information to achieve the objectives of this sanitary 

survey. You must provide DOH with the information listed below. Based on the availability of 

this information to DOH and its content, there may be other sanitary survey follow-up tasks in 

addition to those already described in this letter. (then list the requested information) 

Other notes for 

the sanitary 

surveyor 

When scheduling the survey, it is important to make it clear that records must be available for 

review as part of the survey (see Section 3.1.1). Describe the records needed and confirm that 

the person you schedule the survey with is someone who can make water system records 

available during the survey 

If records are not available because the system does not have any, record this as an observation. 

All non-expanding small water systems must develop and implement a SWSMP. See Item 3. 

 

  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-197.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-431.pdf
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/RegulationandCompliance/SanitarySurveys.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/RegulationandCompliance/SanitarySurveys.aspx
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Item 3 and 

3a 

Has the water system developed and implemented either a Small Water 

System Management Program or a Water System Plan?  

If no, are the following planning documents complete and up to date: 

Guidance Ask the water system staff to show you their current planning document. If the planning 

document appears complete or received DOH approval, check the completion date or approval 

date. If the completion or approval date is over six years past, or the system made significant 

changes since completing the planning document, some elements of the planning document may 

need updating. 

Inform the operator that the planning document is the repository of the most basic policies, 

procedures, data, drawings, and financial information needed to keep the system operating 

properly under various circumstances, such as loss of use of facilities, reasonable financial 

contingencies, or loss of institutional knowledge due to the loss of the operator or key governing 

board members. 

Because a water system operates in a dynamic and changing world, it must amend its planning 

document from time to time. For example, the emergency response plan or operations and 

maintenance program may need edits to contact numbers or for new equipment procedures.  

How to mark 

the checklist 

Mark Item 3 ñYesò if DOH approved the water systemôs planning document. 

Mark Item 3 ñYesò if the SWSMP contains complete and up to date elements of each subject 

area listed in Item 3a. 

Mark Item 3 ñNoò for any other answer, including evidence that the purveyor made progress 

toward completing some or even many of the nine elements described in Item 3a. 

If you mark Item 3 ñno,ò then mark the status for each individual element under Item 3a. Look 

at the completed planning elements and check the appropriate box for each SWSMP element. 

Classification Observation if Item 3 is marked ñNo.ò 

WAC 

reference 

WAC 246-290-100 and -105 

Publications Planning requirements for public drinking water systems (331-202) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-202.pdf 

Small Water System Management Program Guide (331-134) for community systems 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-134.doc  

Noncommunity Small Water System Management Program Guide (331-474) for noncommunity 

systems http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-474.pdf 

Webpage(s) http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/WaterSystemDesignandPl

anning/PlanningRequirements.aspx  

http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/WaterSystemDesignandPl

anning/SmallWaterSystemMgmt/NCSWSMP.aspx 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-202.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-134.doc
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-474.pdf
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/WaterSystemDesignandPlanning/PlanningRequirements.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/WaterSystemDesignandPlanning/PlanningRequirements.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/WaterSystemDesignandPlanning/SmallWaterSystemMgmt/NCSWSMP.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/WaterSystemDesignandPlanning/SmallWaterSystemMgmt/NCSWSMP.aspx
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Standard 

language 

If Item 3 is marked ñNoò and few, if any, planning elements are completed (Item 3a). 

Every public water system must develop and implement a SWSMP if  it isnôt required to 

complete a Water System Plan (WAC 246-290-105). The SWSMP is a powerful tool for 

documenting operations and management procedures; it provides information the governing 

board and the operator need to remain in compliance and to protect public health when 

operations donôt go as expected. You donôt need to submit the SWSMP to DOH for review and 

approval at this time, but it should be available for review on request.  

You can find guidance on SWSMPs for community systems in Small Water System 

Management Program Guide (331-134) and for noncommunity systems in Noncommunity 

Small Water System Management Program Guide (331-474). We designed these do-it-yourself 

guidance documents to help you complete the right management program for your system. If 

you need help, call our regional office.  

Other notes for 

the sanitary 

surveyor 

The purpose of the Small Water System Management Program Guide (331-134) is to help 

owners and operators of small nonexpanding Group A water systems meet the requirements of 

state and federal laws, and ultimately to protect the health of their customers. 

Much of the guide will be useful on a day-to-day basis. System personnel can use the guide as a 

filing system. Water systems that already have a SWSMP tell us that it can serve many 

purposes, such as providing a:  

 Central location for numerous water system records and system policies.  

 Process to evaluate present and future system deficiencies and improvements necessary 

for continued water system operation. 

 List of operation and maintenance duties that existing and future water system personnel 

can review, use, and improve to effectively manage and operate the water system.  

For ease of use, the SWSMP should be in a three-ring binder with dividers for each element. 

In addition, by completing a SWSMP, the system will satisfy the Small Water System 

Management Program requirement in state rule (WAC 246-290-105) and the capacity 

requirement for water systems mandated in the federal Safe Drinking Water Act. 

If you or the purveyor arenôt sure which type of planning document to complete, and what to 

include in it, please ask our regional planner for guidance. 

For most small water systems, the right planning document is a Small Water System 

Management Program (SWSMP), unless the system plans to construct new facilities or expand 

their service area to serve additional customers. If the system intends to expand, the right 

planning document is a Water System Plan (WSP). If this is the case, the water system should 

contact our regional office to schedule a WSP pre-plan conference. 

 

  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-134.doc
http://www.doh.wa.gov/portals/1/Documents/pubs/331-134.doc
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/WaterSystemDesignandPlanning/SmallWaterSystemMgmt/NCSWSMP.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/WaterSystemDesignandPlanning/SmallWaterSystemMgmt/NCSWSMP.aspx
http://www.doh.wa.gov/portals/1/Documents/pubs/331-134.doc
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Item 4 Does the water system plan to make capital improvements in the next 1-3 years? 

Guidance We would like to know if a water system is planning to make a significant investment into its 

water infrastructure. With this information, we can communicate with the system about funding 

options and their associated obligations. 

How to mark 

the checklist 

Mark ñYesò if the water system plans something big within the next three years, such as 

constructing a new or replacement pipeline, constructing a new well, rehabilitating an existing 

well, installing treatment, constructing a new storage tank, or rehabilitating an existing storage 

tank. 

Classification Informational. 

WAC 

reference 

WAC 246-290-100, -105, -110, and -120 

Publications Asset Management for Small Water Systems (331-445) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-445.pdf  

How to Hire an Engineer ( 331-044)  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-044.pdf 

Webpage(s) Drinking Water State Revolving Fund at http://www.doh.wa.gov/DWSRF.aspx 

Standard 

language 

None. 

Other notes for 

the sanitary 

surveyor 

This information will be accessible to our State Revolving Loan Fund Program. 

 

 

 

  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-445.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-044.pdf
http://www.doh.wa.gov/DWSRF.aspx
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Item 5 Is there a backup operator available if the regular one is not available? 

Guidance Small water systems usually employ a single individual with primary operational responsibility. 

The daily involvement and after-hours availability of this operator (certified or not) is crucial to 

the safe and reliable delivery of drinking water. Absence due to illness, vacation, or other reason 

may expose the water systemðand the publicðto increased risk unless another qualified 

individual with a basic understanding of normal and emergency operational practices is 

available to fill in. 

How to mark 

the checklist 

Mark ñNoò if the system does not designate a qualified individual to fill  the operator role when 

the certified operator (or regular operator if this is a TNC system) is sick or on vacation. 

Classification Recommendation if marked ñNo.ò 

WAC 

reference 

WAC 246-290-415 (6) 

WAC 246-290-420 (9) 

WAC 246-290-020 

WAC 246-292 

Publications Protecting Public Health: Requirements for Waterworks Operators (331-466) 

http://www.doh.wa.gov/portals/1/documents/pubs/331-466.pdf  

Owning and Managing a Drinking Water System (331-084) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-084.pdf 

Webpage(s) Water Works Operator Certification www.doh.wa.gov/OpCert 

Office of Drinking Water Rules 

http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/RegulationandCompliance

/Rules.aspx 

Standard 

language 

We recommend that you employ a Satellite Management Agency or a Contract Operator to fill a 

temporary absence of the operator. DOH can provide a list of qualified individuals. 

Other notes for 

the sanitary 

surveyor 

A ñNoò response to this question is aggravated by a ñNoò response on Item 3, failure to 

complete a small water system management program. No qualified back up operator, combined 

with no written operations and emergency response plan, increases system vulnerability. 

 

  

http://www.doh.wa.gov/portals/1/documents/pubs/331-466.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-084.pdf
http://www.doh.wa.gov/OpCert
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/RegulationandCompliance/Rules.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/RegulationandCompliance/Rules.aspx
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Item 6 Did you review the water systemôs water quality monitoring requirements with 

the purveyor? 

Guidance We provide each Group A water system with the information needed to comply with its system-

specific sampling requirements. We want to be sure the operator is aware of this information, 

understands it, and is committed to meeting all the sampling requirements 

How to mark 

the checklist 

Mark ñYesò if you reviewed past water quality results (from pre-survey data packet) and future 

water quality monitoring requirements (from WQMS (Section 3.3.3.5)). 

Classification Informational 

WAC 

reference 

None 

Publications General Sampling Procedure (331-219) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-219.pdf 

Volatile Organic Chemical (VOC) Sampling Procedure (331-220) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-220.pdf 

Inorganic Chemical (IOC) Sampling Procedure (331-221) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-221.pdf 

Nitrate Sampling Procedure ( 331-222)  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-222.pdf 

Haloacetic Acid (HAA5) Sampling Procedure (331-223) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-223.pdf  

Synthetic Organic Chemical (SOC) Sampling Procedure (331-224) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-224.pdf 

Coliform Distribution System Sampling Procedure (331-225) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-225.pdf 

Total Trihalomethane (TTHM) Sampling Procedure (331-226) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-226.pdf  

Lead and Copper Sampling Procedure (331-227) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-227.pdf  

Webpage(s) http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/Contaminants.aspx 

Standard 

language 

None 

Other notes for 

the sanitary 

surveyor 

Call our regional office. The regional source monitoring program manager can answer questions 

about source monitoring. 

 

  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-219.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-220.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-221.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-222.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-223.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-224.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-225.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-226.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-227.pdf
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/Contaminants.aspx
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Item 7 Did you review water quality sample results and trends with the purveyor? 

Guidance See section 3.3.2 when preparing for this discussion. Note any explanation the operator offered 

for water quality trends in Part C. 

Refer to the pre-survey data packet for water quality results. Verify sample site locations: 

confirm source samples taken after treatment and before the distribution system, and coliform 

samples collected from representative locations in the distribution (not the well house!). Review 

the systemôs coliform monitoring plan against the coliform sampling locations described to you. 

How to mark 

the checklist 
Mark ñYesò if you reviewed recent water quality results and identified trends (if any).  

Classification Informational. 

WAC 

reference 

None. 

Publications  

Webpage(s)  

Standard 

language 

None. 

Other notes for 

the sanitary 

surveyor 

Contact your regional office if you discover gross compliance sampling errors (see Item 104) or 

you suspect fraud (see ñadditional surveyor comments about the certified operatorò after Item 

104). 

Look for seasonality of nitrate and coliform results. 

Identify ñoutliersò that are grossly inconsistent with all other results. 

Document any suspected correlation between unusual results and treatment status, climactic 

event, or exceptionally heavy water demand. 

Discuss sources of contamination in the sanitary control area (SCA) that could contribute to 

unsatisfactory coliform or increasing nitrate results.  

Identify a trend of increasing nitrate levels. If the trend approaches the 5 mg/l nitrate trigger 

level, explain possible consequences, including quarterly monitoring. 

Identify TC+ routine samples from a system with disinfection and discuss possible causes, 

sampling sites, treatment reliability, sample collection training, and so on. 

Note sources with elevated iron and manganese and discuss effects on water quality. Discuss 

distribution system main flushing, customer complaints, possible treatment options. 

If coliform sampling results reflect poor or unacceptable selection of routine coliform sampling 

locations, Mark ñNoò for Item 104 in Section L. 
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Item 8 Does the system have emergency power? 

Guidance Portable or fixed-in-place generators or mechanical drive engines directly powering pumps can 

provide useful, and at times, critically important redundancy to an otherwise unreliable utility 

power supply. 

How to mark 

the checklist 

Mark ñYesò if the water system has a portable or fixed-in-place generator or a mechanical drive 

engine directly powering one or more of the pumps necessary to deliver water into the 

distribution system. 

Mark ñNoò if the system has no emergency power source or uses a generator or mechanical 

drive as the primary source of energy to power pumps and other water infrastructure. Document 

this fact in the comments section of Part C. 

Classification Recommendation if marked ñNo.ò 

WAC 

reference 

WAC 246-290-420 

Publications Preparing Water Shortage Response Plans (331-301) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-301.pdf 

For community systems: Small Water System Management Program Guide (331-134) See 

Section 1.6 http://www.doh.wa.gov/portals/1/Documents/pubs/331-134.doc  

Noncommunity Small Water System Management Program Guide (331-474) 

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-474.pdf  

Emergency Response Planning Guide for Public Drinking Water Systems (331-211) 

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-211.pdf 

Truck Transportation: Emergency water supply for public use (331-063) 

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-063.pdf  

Webpage(s) http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergenci

es/EmergencyPublicationsforWaterSystems.aspx 

Standard 

language 

We recommend that every water utility plan for the loss of power supply. Even during a power 

outage, a utility should be capable of maintaining a minimum level of service to its customers. 

Other notes for 

the sanitary 

surveyor 

Surveyors can ask systems with frequent power outages whether they have considered 

emergency power. You could recommend that they investigate back-up power for improved 

reliability. 

Systems can install the electrical connection necessary for using a portable generator without 

installing the complete system with automatic switchover capability. 

You can recommend that the operator develop an Emergency Response Plan that includes 

planning for a power outage while protecting public health. 

 

  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-301.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-134.doc
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-474.pdf
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-211.pdf
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-063.pdf
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergencies/EmergencyPublicationsforWaterSystems.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergencies/EmergencyPublicationsforWaterSystems.aspx
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Item 9 Does the system experience frequent power outages (>2 per year)? 

Guidance Unless the water system has gravity storage, a gravity source, or an emergency intertie with 

another water utility, a power outage will result in loss of pressure in the distribution system. 

Discuss whether the system staff notifies DOH about a loss-of-pressure event (they should), and 

how they respond to the pressure loss (health advisory, flushing, disinfection, sampling?). 

How to mark 

the checklist 

Mark ñYesò if the system suffered two or more power outages in either of the previous two 

years. Note in the comments section whether the system lost pressure during any of these power 

outages. A power outage is any event that denies the power a critical pump needs to perform 

adequately (such as a utility power outage, failure of the systemôs power service due to a 

lightning strike, power overload, control system component failure, and so on).  

Classification Informational. 

WAC 

reference 

WAC 246-290-420 

Publications Preparing Water Shortage Response Plans (331-301) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-301.pdf 

Responding to a Pressure Loss Event (331-338) 

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-338.pdf 

Responding to a Backflow Event (331-494) 

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-494.pdf 

For community systems: Small Water System Management Program Guide (331-134) See 

Section 1.6 http://www.doh.wa.gov/portals/1/Documents/pubs/331-134.doc  

Noncommunity Small Water System Management Program Guide (331-474) 

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-474.pdf 

Emergency Response Planning Guide for Public Drinking Water Systems (331-211) 

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-211.pdf 

Truck Transportation: Emergency water supply for public use (331-063) 

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-063.pdf  

Webpage(s) https://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterE

mergencies/EmergencyPublicationsforWaterSystems 

Standard 

language 

None. 

Other notes for 

the sanitary 

surveyor 

 

 

  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-301.pdf
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-338.pdf
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-494.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-134.doc
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-474.pdf
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-211.pdf
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-063.pdf
https://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergencies/EmergencyPublicationsforWaterSystems
https://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergencies/EmergencyPublicationsforWaterSystems
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Item 10 Does the system experience frequent water outages (>2 per year)? 

Guidance Any water outage creates an opportunity for contaminants to backflow or back-siphon into the 

distribution system. If the water system doesnôt take proper measures, this contamination will 

reach consumers after the water system restores water service. 

How to mark 

the checklist 

Mark ñYesò if the water system suffered two or more water outages in either of the previous 

two years. A water outage is a loss of pressure in the distribution system, caused by power 

outage, line break, depleted source or storage, control system failure, or other reasons.  

Classification Informational. 

WAC 

reference 

WAC 246-290-420 

WAC 246-290-451 (1) 

Publications Responding to a Pressure Loss Event (331-338) 

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-338.pdf 

Responding to a Backflow Event (331-494) 

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-494.pdf 

Guidance Document Preparing Water Shortage Response Plans (331-301) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-301.pdf 

Guidance Document Water Shortage Response Plan for Small Public Drinking Water Systems 

(331-316)  

http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergencie

s/EmergencyPublicationsforWaterSystems/WaterShortageResponsePlans.aspx  

Water Shortage (331-463)  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-463.pdf 

Department of Health's role during a drought emergency (331-297) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-297.pdf 

Emergency drinking water sources (331-317) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-317.pdf 

Emergency Funding for Water Systems (331-420) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-420.pdf 

Webpage(s) http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergenci

es/EmergencyPublicationsforWaterSystems.aspx 

http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergenci

es/EmergencyPublicationsforWaterSystems/WaterShortageResponsePlans.aspx  

Standard 

language 

None. 

Other notes for 

the sanitary 

surveyor 

 

 

  

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-338.pdf
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-494.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-301.pdf
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergencies/EmergencyPublicationsforWaterSystems/WaterShortageResponsePlans.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergencies/EmergencyPublicationsforWaterSystems/WaterShortageResponsePlans.aspx
http://www.doh.wa.gov/portals/1/Documents/pubs/331-463.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-297.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-317.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-420.pdf
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergencies/EmergencyPublicationsforWaterSystems.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergencies/EmergencyPublicationsforWaterSystems.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergencies/EmergencyPublicationsforWaterSystems/WaterShortageResponsePlans.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergencies/EmergencyPublicationsforWaterSystems/WaterShortageResponsePlans.aspx
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Item 11 Does there appear to be adequate reliability for this system? 

Guidance Repeated power or water outages for the same or similar reasons are a sign of negligent or 

ineffective management and planning. 

How to mark 

the checklist 

Mark ñNoò if the system has received complaints of frequent water outages, experienced a large 

number of line breaks, or lost service for any reason that you believe is the result of poor 

management and planning. 

Classification Observation if marked ñNo.ò 

WAC 

reference 

WAC 246-290-415 (2) 

WAC 246-290-415 (6) 

WAC 246-290-420 

Publications Responding to a Pressure Loss Event (331-338) 

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-338.pdf 

Responding to a Backflow Event (331-494) 

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-494.pdf 

Water System Design Manual (331-123) 

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-123.pdf (Sections 3.10, 4.4.2, 5.11.1, 

5.11.2, and 7.1.1.3)  

Webpage(s)  

Standard 

language 

All public water systems must provide reliable water service (WAC 246-290-420). This water 

system suffers from repeated water outages because of __________________. Submit to DOH 

your plan to address the poor reliability of operations. Any water outage creates an opportunity 

for contaminants to enter into the distribution system. Your plan should include procedures to 

prevent and respond to water outages. These procedures should be in your operation and 

maintenance and emergency response plans. 

Until you have this problem solved, follow the guidance in Responding to Pressure Loss (331-

338) anytime an event results or is expected to result in pressure loss in the distribution system. 

If  pressure loss occurs, contact the DOH regional office as soon as possible after taking 

measures to protect the health of your customers and prevent damage to your water 

infrastructure.  

 

Other notes for 

the sanitary 

surveyor 

ñAll public water systems shall provide an adequate quantity and quality of water in a reliable 

manner at all times consistent with the requirements of this chapter,ò (WAC 246-290-420). 

 

 

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-338.pdf
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-494.pdf
http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-123.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-338.pdf
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Checklist Part D: Sources 
 

Sources constitute the largest part of the checklist and include the largest number of potential 

significant deficiencies and significant findings. A WFI collects more data about the source of 

supply than about any other part of a water system. A significant portion of federal and state 

rules focus on establishing the criteria for collecting samples from a particular source to 

demonstrate that it is safe to use as a public drinking water supply. All this attention to sources 

reflects the obvious importance sources have to the water systemôs capacity to maintain a safe 

and reliable drinking water supply to all of its customers. 

 

Unless the source is a spring on a hillside or a powerful artesian well, each source of supply 

comes with a pump. Many sources of supply also come with some form of treatment, such as 

adding chlorine (for disinfection). Pumps and Treatment have their own part of the checklist. 

 

We can learn a lot about the relative safety and reliability of the whole drinking water system by 

understanding how a source was constructed, its setting among potential sources of 

contamination, how it responds to various climactic conditions (floods, drought), and threats to 

operations (power, pump, and structural failure). 

 

It is not acceptable for water systems to run out of water. The main job of a water systemôs 

sources is to provide a continuous supply of water capable of meeting the maximum daily 

demand of the water system, even if that level of demand occurs only a few times each year. 

 

Most sources also pressurize the distribution system. The level of pressure added to the source 

water is a function of the difference in elevation between the pumping level of the source water 

and the ground surface at the source, the rate of flow, the elevation of customers above the 

source, and the ñresidualò pressure necessary to meet customersô expectations when they turn 

on their faucets. State standards require that the ñresidualò pressure be at least 30 psi, except 

under fire flow conditions. 

 

Topics to describe in the comments section of Part D 

¶ The sources and how they function (well pump condition and controls). 

-  Include emergency sources. 

-  Include interties and intertie agreements. 

¶ Any major changes to the source since the last survey, such as pump replacement, 

deepening, or reconstruction. 

¶ Security concerns. 

¶ Source approval status. 

¶ Concerns about the well house structure.  

¶ Any concerns about the SCA for a source and the source susceptibility. Also, pay attention 

to the generator fuel source. Is containment adequate? 

¶ If the system does not have a well log, what information is known about the source?  

¶ Explain how often the system measures the water level. 
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Item 12 and 

12a 

Did you observe a source connected to the water system that is NOT listed on the 

WFI  and in active status? If yes, has the source received written DOH approval?   

Guidance This two-part question seeks to identify a source used as a seasonal or permanent source that 

doesnôt appear on the WFI. 

The second part of this question reflects the possibility that a permanent or seasonal source 

exists, is in active status, and has our approval but wasnôt added to the WFI. 

How to mark 

the checklist 

Mark Item 12 ñYesò if you observe a source connected to the water system that isnôt listed on 

the WFI and is in active status. Active status means a source is operating or meant to operate 

under a programmed set of conditions (low pressure, low reservoir level, or to meet peak 

demands). 

Mark Item 12a ñNoò if DOH informs you that the source hasnôt received written  DOH 

approval. Surveyors should check with DOH on source approval status before completing 

the sanitary survey cover letter and checklist. 

Classification Item 12a is a Significant Deficiency if marked ñNo.ò 

WAC 

reference 

WAC 246-290-110, 120, 130(1) 

WAC 246-290-415 (6) 

Publications  

Webpage(s)  

Standard 

language 

Immediately stop using the unidentified source. Disconnect the source from the distribution 

system and contact the DOH regional engineer for further information on obtaining source 

approval.  

Other notes for 

the sanitary 

surveyor 

WAC 246-290-130(1) states: 

ñNo new source, previously unapproved source, or modification of an existing source shall be 

used as a public water supply without DOH approval. No intake or other connection shall be 

maintained between a public water supply and a source of water not approved by the 

department.ò 
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Item 13 

14, 15, 16 

DOH source number and source use 

Guidance The checklist requires the surveyor to identify the well by source number (SO#). Refer to the 

WFI for source number. The source number is not necessarily the well number the water system 

assigned (Well 2 could be designated as S03).  

How to mark 

the checklist 

Not applicable. 

Classification Informational. 

WAC 

reference 

246-290-480(a)(i) 

Publications 
The criteria for designating a well field are in Appendix B of the Water System Design Manual 

(331-123) at http://www.doh.wa.gov/portals/1/Documents/pubs/331-123.pdf 

Webpage(s)  

Standard 

language 

None. 

Other notes for 

the sanitary 

surveyor 

If the source is a well field with two or more wells, do not use the source number for the well 

field in Item 13. The WFI should assign a separate source number for each well in the well 

field. Use the individual well source numbers on the checklist. 

You should confirm that the minimum criteria for designating a well field are met. To consider 

different wells as a well field, they must draw water from the same aquifer, have very similar 

water quality, and have a common sampling point prior to entry to the distribution system. If the 

wells donôt meet all the criteria, note your findings under comments in Part D.  

Three designations are used to identify the sources: 

¶ Source number (such as S02). 

¶ Source name the water system assigned to the source (such as Well 2). 

¶ Well tag the Department of Ecology assigned. 

If you think a source was misidentified, take photos of the well tag and well location, note your 

concern on the WFI, and contact the source monitoring program manager at our regional office.  

 

Status is another way to classify a drinking water source. You may encounter three types of 

source status. 

1. Pre-Active: DOH approved the source, but the system hasnôt put it into service yet. 

2. Active: The source is in active service. Active status can apply to any type of source use 

(permanent, seasonal, or even emergency use). 

3. Inactive: The system took the source out of service. When a system takes an active 

source out of service, the source use remains the same (for example, permanent) while 

the source status changes from ñactiveò to ñinactive.ò 

If a source status is pre-active or inactive, it will show up after the source name in column 16 on 

the WFI. For example, ñBeech Street Well (inactive).ò 

We will not enforce a directive to decommission a well unless the inactive well is a contaminant 

threat to an active permanent or seasonal drinking water source. You may direct the water 

system to decommission an inactive well if your local ordinance gives you that authority.  

 

  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-123.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-123.pdf
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Item 17 I f this is an emergency source, should it be disconnected? 

Guidance During a sanitary survey, you should inspect all emergency sources except for an emergency 

intertie with another public water system.  

We want to know whether any stand-alone emergency source is ñphysically connectedò to the 

system. If so, use the criteria in Standard Language below to determine whether the system 

needs to disconnect it. 

How to mark 

the checklist 

If the source is not an emergency source, mark ñNA.ò  

If the emergency source is disconnected, mark ñNo.ò Note ñphysically disconnectedò in the 

comments section of Part D.  

If the source is connected, review the Emergency Source Significant Deficiency Decision Path 

to determine whether the physical connection is a significant deficiency. If so, mark ñYesò and 

explain why the system must disconnect the source (see Standard Language). 

Classification Significant deficiency if marked ñYes.ò See the Emergency Source Significant Deficiency 

Decision Path - see below. 

WAC 

reference 

WAC 246-290-001 (2) 

WAC 246-290-130 

WAC 246-290-131 

WAC 246-290-132 

WAC 246-290-415 (6) 

Publications Emergency Drinking Water Sources (331-317) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-317.pdf  

Webpage(s) http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergenci

es/EmergencyPublicationsforWaterSystems.aspx 

Standard 

language 

If the emergency source is surface water, a designated GWI, a dug well, a well less than 50 

feet to the first open interval located within 200 feet of surface water, or a spring. 

Physically disconnect the emergency source from the distribution system and provide 

DOH with electronic photographs confirming the disconnection. Contact DOH for 

requirements you must meet to reconnect the source. 

If the emergency source is a well that doesnôt meet the conditions for remaining physically 

connected (see Emergency Source Significant Deficiency Decision Pathˈsee below). 

Do one of the following. 

1. Submit proof that the emergency source meets all three of these conditions, per WAC 

246-290-131: 

¶ The emergency source is in a DOH-approved emergency response plan. 

¶ There is an isolation valve between the source and the distribution system secured in 

the fully closed position when not in use. 

¶ The motor starter has a Lockout/Tagout in the ñoffò position, so that the pump is 
isolated from the power supply when not in use. 

2. Physically disconnect the emergency source from the distribution system by removing 

a pipe segment or using another DOH-approved technique (WAC 246-290-131). Send 

DOH electronic photographs confirming the disconnection. Contact DOH for 

requirements you must meet to reconnect the source. 

 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-317.pdf
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergencies/EmergencyPublicationsforWaterSystems.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergencies/EmergencyPublicationsforWaterSystems.aspx
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Other notes for 

the sanitary 

surveyor 

A purveyor must receive permission from a local or state health official before physically 

reconnecting and activating a source to supply the distribution system. 

A designated emergency source benefits a water system by providing ready stand-by capacity to 

meet unanticipated water supply needs, and addresses the following off-normal events.  

1. Temporary failure of one or more nonemergency source when the remaining supply 

sources cannot maintain 20 pounds per square inch during PHD throughout the water 

distribution system.  

2. The water system cannot meet the fire suppression requirement (flow rate and duration) 

combined with MDD while maintaining positive pressure throughout the distribution 

system.  

Elements of the water systemôs emergency response plan that touch on emergency sources 

should: 

¶ Include source name, DOH source number, capacity, and location. 

¶ Identify the engineering design approval status. 

¶ Identify who in authority will decide to start the source. 

¶ Describe the conditions that would prompt the system to start the source. 

¶ Describe the operational steps the system will take to start the source, such as checking 

water level, flushing, disinfection, changing valve position, and so forth. 

¶ Describe the minimum water quality sampling the system will do before starting the 

source. 

¶ List the public notification steps the system will take, and the need to notify DOH that 

the emergency source is in operation. 

¶ Define the on-going care and maintenance needed to keep the emergency source 

functional and available when needed (flushing, sampling, lubrication, and so on). 
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Emergency Source Significant Deficiency Decision Path 
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Item 18 Is the source a potential GWI source? 

Guidance A well is ñpotential groundwater under the direct influence of surface waterò (GWI) if it is 

located within 200 feet of surface water and the depth to the first opportunity for water to enter 

the well casing (top of casing perforations or top of well screen) is 50 feet below ground surface 

or less. Every spring is a potential GWI. 

How to mark 

the checklist 

Mark ñYesò if the source is a spring or the source is a well within 200 feet of surface water and 

you know the depth to the first open interval is less than 50 feet below ground surface. The 

regional office will refer all checklists marked ñYesò to the regional GWI program lead to 

ensure that the source had the appropriate GWI evaluation. 

Classification Referral. If marked ñYes,ò refer this to the GWI program lead at the DOH regional office.  

WAC 

reference 

WAC 246-290-010 

WAC 246-290-640 

Publications Groundwater Sources Under the Direct Influence of Surface Water (GWI) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-216.pdf 

Potential GWI Sources-Determining Hydraulic Connection Through Water Quality Monitoring  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-230.pdf 

Potential GWI Sources--Microscopic Particulate Analysis 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-231.pdf 

Webpage(s) http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/SourceWater/GWIProgra

m.aspx 

Standard 

language 

Well # (S0#) appears to meet the definition of potential groundwater under the influence of 

surface water (GWI). You will need to take S0# through DOHôs GWI evaluation program if you 

havenôt already done so. If necessary, DOH will contact you with further information on the 

GWI evaluation process. 

Other notes for 

the sanitary 

surveyor 

If you observe a well to be less than 200 feet from surface water, find out whether the depth to 

the first open interval is less than 50 feet below ground. If a well log is unavailable, note the 

need for us to follow-up with the water system to determine the depth to the first open interval. 

If the source appears to be potential GWI, and youôre certain that the source hasnôt gone 

through the GWI evaluation process, tell the operator that you must refer this to DOH for 

further follow-up. 

 

 

  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-216.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-230.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-231.pdf
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/SourceWater/GWIProgram.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/SourceWater/GWIProgram.aspx
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Item 19 Is the sanitary control area free of unmitigated potential sources of 

contamination?  

Guidance If you observe a potential contaminant threat within the Sanitary Control Area (SCA), find out 

whether DOH already evaluated the threat.  

Before the survey, review the last sanitary survey letter and checklist to determine whether the 

last surveyor identified any potential source of contamination in the SCA. If so, find out 

whether the purveyor removed the contamination source, developed a DOH-approved 

mitigation plan, or got DOH approval to reduce the SCA (WAC 246-290-135).  

Potential threats include a sanitary sewer, septic tank or drain field, manure storage or 

application, large animal grazing, storm water dry well, storm water treatment swale, nearby 

surface water, fuel or chemical storage, or fuel pipelines.  

If you discover that the system failed to take the steps required in the last survey or currently 

fails to maintain mitigation, the failure is a Significant Deficiency. In addition, any new 

(previously unrecorded) potential contaminant threat you find is a Significant Deficiency. 

How to mark 

the checklist 

Mark ñYesò if there are no potential sources of contamination within 100 feet of the well. 

Mark ñYesò if there are potential sources of contamination, but you are certain the purveyor 

appropriately mitigated the threat or DOH approved a reduction in the SCA and the threat is not 

within the reduced SCA. 

Mark ñUnkò if you believe there are subsurface threats within the SCA but you donôt know 

where they are. In the comments section of Part D, describe your reason for requiring the 

system to submit documentation to DOH. If you donôt provide sufficient reason, we will not 

consider ñUnkò to be a Significant Finding (see below) 

Mark ñNoò for all other circumstances. Al l ñNoò answers will trigger a DOH file review before 

completing the cover letter. The review will determine whether there is a past mitigation plan 

approval (including the need for treatment) or approval for a reduced SCA. 

Classification Potential Significant Deficiency if marked ñNo,ò subject to file research and DOH confirmation 

before completing the cover letter. 

Significant Finding if marked ñUnk.ò 

WAC 

reference 

WAC 246-290-135 

WAC 246-290-415 (6) 

Publications Source Water Protection Requirements (331-106) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-106.pdf 

Wellhead Protection Program Guidance Document (331-018) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-018.pdf 

Sanitary Control Area Protection (331-453) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-453.pdf 

Ecologyôs Surface Seals ï Problems and Solutions (96-br-099) 

https://fortress.wa.gov/ecy/publications/summarypages/96br099.html  

Webpage(s) Source water protection 
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/sourcewater/SourceWater

Protection.aspx 

Well logs: http://apps.ecy.wa.gov/welllog/  

Standard 

language 

9. For a biological contaminant hazard that cannot be removed easily (sewer line, septic 

tank, drain field, irrigation canal or other surface water, waste lagoon, manure pile). 

[Name the biological hazard(s)] is/are in the sanitary control area of Well X (S0X). Submit 

a scaled map showing all buildings and potential sources of contamination located within 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-106.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-018.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-453.pdf
https://fortress.wa.gov/ecy/publications/summarypages/96br099.html
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/sourcewater/SourceWaterProtection.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/sourcewater/SourceWaterProtection.aspx
http://apps.ecy.wa.gov/welllog/


 

Sanitary Survey Field Guide 331-486 Page 72 
Updated April 2023 

100 feet of the well. Include all known information about the type, size, depth, and other 

construction details of the potential contaminant source. Also, include a copy of the well 

log showing construction details. Based on the information submitted, DOH will contact 

you about any required follow-up actions. 

For a biological contaminant hazard that can be moved or removed (portable toilet, 

manure pile). 

Remove the [name the item] to a distance greater than 100 feet from Well X. 

10. For a chemical contaminant hazard that cannot be removed easily (such as buried fuel 

tank or fuel lines, above ground bulk fuel or chemical storage). 

Submit a scaled map showing all buildings and potential contamination sources located 

within 100 feet of the well. Include all known information about the type, size, depth and 

other construction details of the potential contaminant source, including any mitigating 

design features such as existing spill containment, double-wall construction and so on. 

Also, include a copy of the well log showing the construction details for the well. Based on 

the information submitted, DOH will contact you about any required follow-up actions. 

For a chemical contaminant hazard that can be moved or removed (household chemicals, 

fuel cans, pesticides). 

Remove the [name the chemical hazard(s)] to a distance greater than 100 feet from Well X. 

If the source is within a developed area and you easily recognize evidence of underground 

constructed facilities but arenôt sure about the location and type of subsurface threats 

within the SCA (for ñUnkò). 

Send DOH a scaled map indicating the location of all subsurface facilities within the 

sanitary control area, including sewer lines, storm drains, and any other liquid or gas 

pipelines; septic tanks and drain fields; buried waste; and abandoned wells. The map should 

indicate the distance (in feet) from the drinking water supply to the subsurface facility. 

Other notes for 

the sanitary 

surveyor 

Mitigation means one or more provision is in place to decrease the risk of contamination. 

Acceptable mitigation measures include: 

Concrete floor (no floor drain) and constructed secondary spill containment for generator 

fuel stored within the SCA. 

Grouted, sealed pressure-rated piping sleeve installed around a sanitary sewer line within 

the SCA. 

Pressure-rated water main pipe and joints used to convey storm drainage through an SCA. 

Not all potential contamination sources have the same priority, and many potential contaminant 

threats are not significant deficiencies. At one end of the spectrum is a sanitary sewer 

(especially old clay or concrete), septic tank or drain field, manure storage or application, large 

animal grazing, storm water dry well, roadway storm-water treatment swale, or surface water 

within the SCA. These microbial hazards pose an immediate and acute health risk. 

Reduce acute contaminant threats in the SCA. If not, we will require the purveyor to eliminate 

these contaminant sources from the SCA or demonstrate that it mitigated the threat 

appropriately. Treatment to CT6/4-log virus inactivation of the source is also an option for 

addressing SCA violations.  

At the other end of the spectrum is a light application of herbicide or a parked car that might 

leak motor oil or other fluids. These chronic contaminants arenôt an immediate health risk.  

The scale of the potential chronic threat is important. Is it one car or fifty  junk cars near the 

well? Is the area treated and amount of weed killer used small or is it applied on an industrial 

scale? If you think the chronic contaminant threat is small, mark Item 19 ñYes,ò but note what 

you saw and why you believe the risk to the water supply is minor. 
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Item 20 Is the wellhead located in a pit or vault? 

Guidance Wells should be built so that the top of the casing is at least six inches above the floor or 

finished ground surface. Grading should direct water away from the wellhead. 

How to mark 

the checklist 
Mark ñYesò if the well is in a below-grade vault or pit.  

Classification Recommendation if marked ñYes.ò 

WAC 

reference 

WAC 173-160 (state well construction standards) 

WAC 246-290-130 

Publications Ecologyôs Surface Seals ï Problems and Solutions (96-br-099) 

https://fortress.wa.gov/ecy/publications/summarypages/96br099.html 

Webpage(s) http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/sourcewater/SourceWater

Protection.aspx 

Standard 

language 

We recommend that the next time you pull the well pump for maintenance or replacement, you 

extend the well casing to at least 12 inches above the pump house floor or finished grade. 

Other notes for 

the sanitary 

surveyor 

Item 21 will supersede this item if the vault is subject to flooding.  

If you mark Item 21 ñYes,ò do not include the recommendation for Item 20 in the survey report 

even if the well is in a pit or vault. 

If you mark Item 21 ñNo,ò and the vault or pit has other protection against flooding, include the 

recommendation for Item 20 in the survey report if the well is in a pit or vault. 

 

  

https://fortress.wa.gov/ecy/publications/summarypages/96br099.html
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/sourcewater/SourceWaterProtection.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/sourcewater/SourceWaterProtection.aspx
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Item 21 Is the wellhead at risk of submergence? 

Guidance A well is at risk of submergence if it is in a flood plain, in a below-grade vault or pit without a 

drain or sump pump adequate to discharge leakage, in the direct path of surface water run-off, 

or any other circumstance where the top of the well casing is at risk of being submerged. 

How to mark 

the checklist 
Mark ñYesò if any of the conditions described in the ñstandard languageò section exist. 

Classification Significant deficiency if marked ñYes.ò 

WAC 

reference 

WAC 246-290-135 

WAC 246-290-415 (6) 

WAC 173-160-291 (Standards for water well construction) 

Publications Ecologyôs Surface Seals ï Problems and Solutions (96-br-099) 

https://fortress.wa.gov/ecy/publications/summarypages/96br099.html 

Webpage(s) http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/sourcewater/SourceWater

Protection.aspx 

Standard 

language 

If the wellhead is in a pit, there is no drain to daylight, and no sump pump with the 

capacity needed to keep the wellhead from becoming submerged if  a pipe leaks.  

Submit a corrective action plan to ensure the wellhead is not at risk of submergence due to 

high groundwater, run-off into the pit, or pipe leakage. Examples of acceptable corrective 

actions include: 1) Extend the well casing to at least 6 inches above the surrounding grade; 

2) Install a drain to daylight capable of discharging by gravity the full flow of the well 

pump before water rises above the well casing; or 3) Install a sump pump capable of 

discharging the full flow of the well pump before water rises above the well casing. 

If the well is in the path of surface run-off that could submerge the top of the well casing. 

Submit a corrective action plan to ensure that water does not pond at the wellhead. 

If the well is located in the flood plain. 

Submit a corrective action plan to ensure the wellhead is not at risk of submergence due to 

flooding. Examples of acceptable corrective actions include: 1) Extend the well casing to 

at least 24 inches above the 100-year flood elevation and 6 inches above grade; or 2) 

relocate the well. 

Other notes for 

the sanitary 

surveyor 

If the wellhead is in a vault or pit, it must drain to daylight or have an appropriately sized sump 

pump. The risk of submergence may be a leak in the well-pump discharge piping, high 

groundwater conditions, or surface water flow into the below-grade structure. The daylight 

drain and pump must be able to discharge enough flow to ensure the wellhead is not submerged.  

To prevent the water level in the pit or vault from rising above the top of the well casing and 

threatening the water quality in the well, the drain must be big enough, and installed with 

enough slope, to discharge a significant portion of the well capacity. The drain outfall must 

provide unrestricted discharge. We recommend putting a screen on the pit or vault drain. 

Look for telltale signs of past flooding or evidence of surface water run-off that may submerge 

the top of the well casing. If the well casing extends above the ground or finished floor by only 

a few inches, look for conditions that could submerge the top of the well casing. 

If surface run-off could submerge the top of the well casing, acceptable corrective actions 

include regrading or extending the well casing to at least 6 inches above the finished grade 

without damaging the surface seal. If surface seal damage does cause a depression that puts the 

wellhead at risk of submersion, the operator should repair the surface seal damage. 

  

https://fortress.wa.gov/ecy/publications/summarypages/96br099.html
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/sourcewater/SourceWaterProtection.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/sourcewater/SourceWaterProtection.aspx
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Item 22 Is the well cap sealed, watertight, and free of unprotected openings? 

Guidance Look for missing bolts or a loose-fitting well cap, a missing plug in the well cap, or a crack in 

the well cap.  

How to mark 

the checklist 
Mark ñYesò if the well cap is water tight, undamaged, properly fitted, and correctly installed. 

Classification Significant deficiency if marked ñNo.ò 

WAC 

reference 

WAC 246-290-130 

WAC 246-290-415 (6) 

Publications Simple Fixes for Wellhead Openings (331-232) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-232.pdf 

Ecologyôs Well Caps: Problems and Solutions (96-br-098) 

https://fortress.wa.gov/ecy/publications/summarypages/96br098.html 

Webpage(s)  

Standard 

language 

If the well cap is damaged or ill-fitting:  

Replace the well cap with one that meets the Water Systems Council (WSC) standard for PAS-

97(2012). 

If the well cap can be repaired or sealed: 

Seal any openings in the wellhead with silicone or caulk to keep dust, insects, or other 

contaminants out. 

Other notes for 

the sanitary 

surveyor 

The well cap should come from a listed manufacturer of approved well caps.17  

See DOHôs Pitless Adapters, Pitless Units, and Well Caps Policy18 M.01. 

If the well cap has been tampered with, see Item 31. 

 

   

 

  

 
17 http://www.watersystemscouncil.org/resources/well-standards/ 
18 http://www.doh.wa.gov/portals/1/documents/4200/p-m01.pdf  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-232.pdf
https://fortress.wa.gov/ecy/publications/summarypages/96br098.html
http://www.doh.wa.gov/portals/1/documents/4200/p-m01.pdf
http://www.watersystemscouncil.org/resources/well-standards/
http://www.doh.wa.gov/portals/1/documents/4200/p-m01.pdf
http://www.bing.com/images/search?q=Water+Well+Cap+Covers&FORM=IRBPRS
http://www.bing.com/images/search?q=Types+of+Well+Caps&FORM=IRBPRS
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Item 23 Is the well casing free of any unprotected openings? 

Guidance Inspect the well casing for holes and cracks of any size.  

How to mark 

the checklist 

Mark ñYesò if there are no cracks or other openings that allow contaminants to enter through 

the well casing. 

Classification Significant deficiency if marked ñNo.ò 

WAC 

reference 

WAC 246-290-130 

WAC 246-290-415 (6) 

Publications Simple Fixes for Wellhead Openings (331-232) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-232.pdf  

Webpage(s)  

Standard 

language 

Seal any openings in the wellhead with silicone or caulk to keep dust, insects, and other 

contaminants out. 

Other notes for 

the sanitary 

surveyor 

If it looks like a vehicle could hit the well, you should tell the operator to check for underground 

damage to the casing.  

Wells developed as pit-less units may have a dislodged discharge pipe or a corroded connection 

creating an opening in the casing. A well professional should exam pit-less unit wells with wet 

areas or significant sunken ground around the casing. 

Dug wells do not have ñcasingsò like drilled wells, but the sanitary risk is the same. There may 

be inspection ports you can use to see the interior walls of the well. Improperly sealed concrete 

rings may allow water above the aquifer to infiltrate. This is not an acceptable design. 

 

  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-232.pdf
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Item 24 and 

24a 

Is there a vent on the well? 

If yes, is the vent protected? (24-mesh screen or slots) 

Guidance Every well casing should have a vent to maintain atmospheric pressure inside the well casing 

during pump operation and shutdown. To keep contaminants out of the public drinking water 

supply, the casing vent must be constructed and screened to keep contaminants out. Every vent 

must have noncorrodible 24-mesh (insect) screen securely placed over the end of the vent.  

How to mark 

the checklist 

Mark Item 24a ñYesò if the well casing vent is built and screened to keep contaminants out of 

the drinking water supply. 

Classification If the answer to Item 24 is ñNo,ò skip Item 24a. 

Observation if Item 24 marked ñNo.ò 

Significant Deficiency if Item 24a marked ñNo.ò 

WAC 

reference 

WAC 246-290-130 

WAC 246-290-135 

WAC 246-290-415 (6) 

Publications Simple Fixes for Wellhead Openings (331-232) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-232.pdf 

Webpage(s)  

Standard 

language 

Item 24 marked ñNoò is an observation:  

A well must have a casing vent constructed to maintain atmospheric pressure inside the well by 

allowing air to enter and exit as the water level in the well changes (WAC 246-290-200 and -

415). Install a casing vent with a screened, downward facing opening. The screen must be 

noncorrodible 24-mesh and the down-turned opening should be at least 18 inches above the 

floor. Please see Simple Fixes for Wellhead Openings (331-232). 

Item 24a marked ñNoò is a Significant Deficiency:  

Install a casing vent with a screened, downward facing opening. The screen must be 

noncorrodible 24-mesh and the down-turned opening should be at least 18 inches above the 

floor. Please see Simple Fixes for Wellhead Openings (331-232). 

Other notes for 

the sanitary 

surveyor 

Some wells use a pit-less adapter to discharge water underground from the pump to the 

distribution system.  

Vents may be on the underside or top of watertight pit-less unit well caps. Be sure to inspect the 

underside of the cap for the vent screen. This screen is often damaged or missing. You should 

have a mirror with you to examine the underside of pit-less unit well caps. 

If there is no vent, the well will draw air in through any available opening, seam, electrical 

conduit or other hole. These improperly protected openings are not acceptable. 

Some wells discharge through the top of the well. Those wells use a split well casing seal, 

which has a rubber seal around the inside of the casing. When the bolts that secure the two cast 

iron halves are tightened together, the rubber seal expands out against the casing and around the 

outside of the pump discharge pipe. The well seal has a threaded plug that allows installation of 

a gooseneck (downward-facing) vent. 

 

  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-232.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-232.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-232.pdf
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Item 25 Are conduits and junction boxes sealed to keep contaminants out? 

Guidance On outdoor wells, you may observe broken conduits where the electrical power supply rises 

from below grade and enters the underside of the well cap. The breaks usually result from 

ground settlement. The broken conduit is an access point for contaminants to enter the well. 

Indoor wells have electrical conduits and junction boxes to supply the well pump with power. 

Openings in a junction box or conduit provide access for contaminants to enter the well. 

How to mark 

the checklist 

Mark ñYesò if the electrical conduits and associated junction boxes connected to the well are 

constructed and maintained to prevent contaminants from entering the drinking water supply. 

Classification Significant deficiency if marked ñNo.ò 

WAC 

reference 

WAC 246-290-130 

WAC 246-290-135 

WAC 246-290-415 (6) 

Publications Simple Fixes for Wellhead Openings (331-232) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-232.pdf 

Webpage(s)  

Standard 

language 

Repair and seal any openings in electrical conduits and junction boxes connected to the well 

casing to keep insects, rodents, or other contaminants out of the public drinking water supply. 

Other notes for 

the sanitary 

surveyor 

Mice can move easily inside the electrical conduit.  

Indoors, purveyors sometimes donôt properly seal openings when installing or maintaining 

electrical junction boxes. An opening in the junction box leading from the motor starter to the 

top of the well may allow rodents to enter and nest, sometimes right over the well casing (the 

location of the last junction box before power enters the well casing). 

You should inspect every junction box all the way back to the electric service panel. 

 

  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-232.pdf
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Item 26 Is the well unreasonably at risk to physical damage? 

Guidance Even the slightest bump from a heavy object (a vehicle) may cause a well casing to move out of 

alignment or crack. Such a bump also could cause the casingôs annular seal to fail or the well 

discharge piping to leak. Evaluate the relative risk that a vehicle, machinery, or natural event 

(rockslide, mudslide, or avalanche) could damage the wellhead.  

How to mark 

the checklist 
Mark ñNoò if you believe the well location is safe from vehicles, machinery or other damage. 

Classification Significant Finding if marked ñYes.ò 

WAC 

reference 

WAC 246-290-135 

WAC 246-290-415 (6) 

Publications  

Webpage(s)  

Standard 

language 

Install posts, bollards or other protective structure around the well to prevent damage from 

vehicles, equipment, or machinery. 

Other notes for 

the sanitary 

surveyor 

Examples of unreasonable risk to damage include:  

¶ A well in or immediately next to a parking area. 

¶ A well located where vehicles travel or machinery is used. 

¶ A well in a field where large farm equipment is used. 

¶ A well in a vault without a traffic-rated cover located in or immediately next to 

roadway.  

¶ A well at the base of an unstable slope. 

 

Will  the well be visible after a snowstorm? Consider to what degree snow will obstruct the well 

and risk damage to the well structure.  
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Item 27 Is there a raw water source sample tap? 

Guidance Every well must have a sample tap before any form of treatment. The raw-water tap makes it 

possible for an operator to collect a ñtriggeredò coliform sample from the source in response to 

an unsatisfactory routine coliform sample collected from the distribution system. Install the 

GWR sample tap as close to the source as possible and prior to all treatment facilities, pressure 

tanks, and storage tanks.  

How to mark 

the checklist 
Mark ñYesò if there is a raw water sample tap. 

Classification Significant finding if marked ñNo.ò 

WAC 

reference 

WAC 246-290-320 

WAC 246-290-415 (6) 

Publications Groundwater Rule: Source Water Sample Taps (331-436) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-436.pdf 

Webpage(s)  

Standard 

language 

Install a source sample tap as close to S0_ as possible and prior to all treatment facilities, 

pressure tanks, storage tanks, and prior to entry to the distribution system. The Groundwater 

Rule requires triggered source monitoring and assessment source monitoring or untreated 

source water. 

Other notes for 

the sanitary 

surveyor 

Systems that have sources without any treatment should use this same ñraw waterò sample tap 

to conduct all source chemical sampling (volatile organics, inorganics, etc.). 

The operator should only use a sample tap under the direct control of the water system as the 

raw water sample tap. 

A sample tap within 12 inches of the floor or ground is vulnerable to contamination. It is too 

close to contaminated surfaces; any water, cleaning products or other sprays directed at the 

surfaces may splash back to the tap. 

Raw water sample taps must be located before any treatment. To avoid increased risk of sample 

results that donôt represent source water quality, they also should be located before other system 

components, such as pressure tanks. If the raw water sample tap is located after pressure tanks 

or other components, you can recommend that the purveyor move it.  

If the system has no raw water source tap, and the purveyor wants to address the Significant 

Finding by installing a yard hydrant, let them know that: 

¶ Although we would allow them to use a yard hydrant that conforms to Standard 1057 

as a sampling tap, they should make every effort possible to install a sample tap 

directly off the well pump discharge pipe within a controlled environment (inside a 

secured well house). 

¶ They canôt install a yard hydrant that drains the riser into the ground. The weep hole 

presents a contamination risk to the distribution system through a cross connection 

with contaminated groundwater. 

¶ The Uniform Plumbing Code requires using a yard hydrant that does not drain into the 

ground. Yard hydrants that conform to American Society of Sanitary Engineers 

Standard 1057 are acceptable because they do not drain into the ground. Instead, they 

drain into an enclosed chamber or tank located below the frost line. These are 

sometimes referred to as ñsanitaryò yard hydrants. You will know a sanitary yard 

hydrant by the atmospheric vent visible above ground near the base of the hydrantôs 

riser pipe. 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-436.pdf
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¶ A sanitary yard hydrant works much the same way as a standard (unsanitary) weep-

hole hydrant: when the hydrant is closed, the water in the riser drains down and out a 

hole located below the frost line to prevent freezing. However, instead of draining out 

a hole and into the soil, the sanitary hydrant drains into a sealed tank. When the 

hydrant opens, the water in the tank is expelled (by a vacuum-induced venturi effect) 

leaving the tank empty to repeat the cycle when the hydrant is again shut off. Because 

the sanitary hydrant drains into a tank there is no cross contamination with the soil. 

 

    

 

Well fields must have a source sample tap on the common discharge pipe, located prior to the 

entry to the distribution system.  

 

  

http://www.bing.com/images/search?q=asse+standard+1057+yard+hydrants&view=detailv2&&id=D36C5A2E258D4991BA4AEB3020443274E901FB21&selectedIndex=17&ccid=FpXEsJCx&simid=608052587335647423&thid=OIP.M1695c4b090b12f7bbabdf88b5cf0b971o0
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Item 28, 

28a, and 28b 

Is the source metered? 

If yes, is the source meter read at least monthly? 

If yes, does the purveyor maintain water production records? 

Guidance Source meter installation and source meter reading became regulatory requirements in 2007. A 

reliable meter read on a regular basis will inform the operator and system owner about the water 

they supply to the distribution system. For example, unexplained changes in measured well 

output is a reason for investigation. A new leak or unauthorized use will show up as an 

unexplained increase in well production. Declining aquifer levels, well failure or pump 

problems will show up as an unexplained decrease in pumping flow rate. Operators need this 

information as soon as possible. 

How to mark 

the checklist 

Mark ñYesò if a source meter is installed and measuring total production from the source. 

Mark ñYesò if the operator reads the source meter at least once a month. 

Mark ñYesò if your record review confirms that the operator recorded monthly source meter 

readings at least once a month for the past 12 months. 

Classification Observation if any part of this question is marked ñNo.ò 

WAC 

reference 

WAC 246-290-105 

WAC 246-290-130 

WAC 246-290-496 

Publications Preventive maintenance program: Guide for small public water systems using groundwater 

(331-351)  

http://www.doh.wa.gov/portals/1/documents/pubs/331-351.pdf 

Completing Your Annual WUE Report: Answers to commonly asked questions (331-459)  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-459.pdf  

Webpage(s) http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/WaterSystemDesignandPl

anning/WaterUseEfficiency.aspx 

Standard 

language 

If no source meter. 

A water system must install a meter on each source and record water production at least 

monthly (WAC 246-290-105 and -496). Currently, there is no source meter on Well X (S0X). 

Operating a public water supply without a source meter and the valuable information a meter 

provides, can be detrimental to system operation. After installing the source meter, we 

recommend that community water system purveyors record source production daily during the 

two highest use months and weekly during the rest of the year to better manage and predict 

water production and water use patterns. 

 

If source meter is not read monthly or is not recorded. 

A water system must measure and record water production for each source at least monthly 

(WAC 246-290-105 and -496). We recommend that community water system purveyors record 

source production daily during the two highest use months and weekly during the rest of the 

year to better manage and predict water production and water use patterns. 

Other notes for 

the sanitary 

surveyor 

For community systems: A source meter, water consumption information (service meter 

readings), and estimates of authorized but unmetered uses, will allow the operator to calculate 

distribution system leakage as needed to comply with our water use efficiency rule. 

For TNC and NTNC systems: Routine source meter readings can help an operator identify 

leaks in a timely manner by providing a baseline for normal use. In addition, source meter data 

can help a system demonstrate compliance with its water right.  

  

http://www.doh.wa.gov/portals/1/documents/pubs/331-351.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-459.pdf
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/WaterSystemDesignandPlanning/WaterUseEfficiency.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/WaterSystemDesignandPlanning/WaterUseEfficiency.aspx
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Item 29 Is the well house properly constructed and maintained? 

Guidance The well house should be: 

¶ Constructed of durable materials. 

¶ Weatherproof. 

¶ Heated (if in a freezing climate).  

¶ Free of obvious electrical or mechanical hazards. 

¶ Free of clutter and readily accessible. 

¶ Ventilated, clean and dry. 

It is safe to enter most well houses. However, if you consider a well house structure unstable or 

in such disrepair that entry is unsafe, DO NOT ENTER.  

How to mark 

the checklist 

Mark ñYesò if the well house meets all the standards listed above. 

Mark ñNoò if the well house doesnôt meet all the standards listed above.  

Classification Recommendation if marked ñNo.ò  

Identify as a Significant Finding if the well house condition is so bad that it is unsafe to enter. 

Identify and describe the problems in the comments section of Part D. Photograph the condition 

of the structure but DO NOT enter it. 

WAC 

reference 

WAC 246-290-415(1) & (4) & (9) 

WAC 246-290-135(2)(a) 

Publications 
Preventive maintenance program: Guide for small public water systems using groundwater 

(331-351) at http://www.doh.wa.gov/portals/1/documents/pubs/331-351.pdf 

Webpage(s)  

Standard 

language 

Recommendation 

We recommend that you make the following improvements to the well house: (List the specific 

improvements you believe the purveyor should make). 

 

Significant Finding 

The well house is unsafe to enter. Submit a plan to repair or replace the well house so that it is 

structurally sound, weatherproof, clean, dry, heated, and free of hazards. 

Other notes for 

the sanitary 

surveyor 

Record observations if there is a risk of freezing (no reliable heat source, insufficient 

insulation), leaking roof, leaking pipes, standing water, obvious physical or electrical hazards 

(confined space, unsafe wiring), or severe corrosion. 

If the well house condition compromises security and leaves the structure vulnerable to 

unauthorized entry, address this through Item 31. 

Inadequately protected well houses or enclosures may harbor animal or insect infestations. The 

SCA includes the immediate area around the well (see Item 19 and Item 30). Rodent, bat, bird, 

and insect nests in a well house are all potential sources of contamination.  

Poor ventilation, leaking roofs, or vapors from chlorine disinfection equipment may cause 

extreme corrosion of pipes, valves, pressure tanks, and controls. The purveyor should practice 

proper maintenance to protect the source facilities against corrosion. 

 

  

http://www.doh.wa.gov/portals/1/documents/pubs/331-351.pdf
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Item 30 Is there any evidence of infestation by rodents or other pests? 

Guidance Avoid contact with rodent feces or urine. If the space appears badly infested, DO NOT ENTER. 

Otherwise, if you observe any rodent droppings, mark it on the checklist. Photograph the 

evidence of infestation and any obvious pathway for mice to enter the well house or well 

enclosure.  

How to mark 

the checklist 
Mark ñNoò if you do not observe any sign of mice or other rodent infestation. 

Classification Recommendation if marked ñYes.ò If the rodent contamination is so bad that it is unsafe to 

enter, DO NOT ENTER the structure. Identify and describe the problem in the comments 

section of Part D, noting the classification as a Significant Finding. Photograph the infestation 

inside the structure without entering it. 

WAC 

reference 

 

Publications Pest Control (331-363) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-363.pdf  

Webpage(s)  

Standard 

language 

Recommendation 

We recommend that you take the steps necessary to keep rodents out of your facilities. Rodents 

can carry disease and may create an unsafe working environment. Furthermore, if an opening 

into the well develops, rodents could contaminant the drinking water system. Your customers 

expect you to maintain their water system to the highest standards. 

Significant Finding 

The well house is unsafe to enter. Submit a plan to decontaminate the structure of rodent waste 

and to seal all pathways for rodents to enter the well house. 

Other notes for 

the sanitary 

surveyor 

This is your opportunity to educate the purveyor about the public health risks that rodents cause, 

including potential drinking water contamination and threats to the operatorôs health. A rodent-

infested well house suggests poor routine maintenance and operation.  

Report the certified operator of a system with a Significant Finding under this item to the DOH 

Operator Certification and Training Section. 

 

  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-363.pdf
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Item 31 Is the well house and well protected from unauthorized access and tampering? 

Guidance The well house must be protected from unauthorized access. The well house should be 

constructed of rigid walls (tarps covering decayed or damaged walls are unacceptable). The 

water system should make sure the doors and windows remain locked or otherwise secured 

against unauthorized entry. There may be other acceptable ways to secure the well house. For 

example, a perimeter fence with a locking gate may replace the need to lock the well house. 

When the well is located outside the well house, the well cap and well casing should be: 

¶ Reasonably free from risk of physical damage (see Item 26). 

¶ Capped with a sanitary well cap securely bolted to the well casing. We consider such a 

well protected from tampering. See DOH Policy M.01 for a list of approved sanitary 

well caps used for wells with pit-less adapters. 

How to mark 

the checklist 

Mark ñYesò if you believe the well house and the well are adequately protected from 

unauthorized entry and tampering. 

Mark ñNoò if the well house is unprotected from unauthorized entry. 

Mark ñNoò if (1) the well is located outside the well house and isnôt capped with a sanitary well 

cap; or (2) the well or well cap shows evidence of tampering or vandalism. 

Classification Significant Finding if marked ñNo.ò 

WAC and 

Policy 

reference 

WAC 246-290-415 (6) 

WAC 246-290-415 (9) 

DOH Policy M.01 (for a list of approved well caps) at 

https://www.doh.wa.gov/portals/1/documents/4200/p-m01.pdf  

Publications Responding to a threat against a water system (331-183) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-183.pdf 

Water System Security and Emergency Response Planning (331-199) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-199.pdf  

Webpage(s) http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergenci

es/EmergencyResponseandSecurity.aspx 

Standard 

language 

If the issue is simply ensuring entries to the well house are locked 

Secure the well house against unauthorized entry. Install locks and lock all entries to the 

well house, including windows. 

If well house security is more complex 

The interior of the well house is vulnerable to vandalism and unauthorized entry due to 

_______________. Submit a corrective action plan to DOH describing how you will 

secure the well house against unauthorized entry. 

If the well is unprotected from tampering: 

Well # __ is located outside the well house in an unsecured setting. Unauthorized 

individuals may access the well and intentionally or unintentionally disturb the well cap, 

well casing, and/or power supply, thereby rendering the well inoperable or putting the 

water supply at risk of contamination. Submit a plan which makes your well a hard target 

for vandalism and tampering. At a minimum, the well casing should be capped with a 

sanitary well cap. See DOH Policy M.01 for a list of approved well caps. 

http://www.doh.wa.gov/portals/1/documents/4200/p-m01.pdf
http://www.doh.wa.gov/portals/1/documents/4200/p-m01.pdf
https://www.doh.wa.gov/portals/1/documents/4200/p-m01.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-183.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-199.pdf
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergencies/EmergencyResponseandSecurity.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergencies/EmergencyResponseandSecurity.aspx
http://www.doh.wa.gov/portals/1/documents/4200/p-m01.pdf
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Other notes for 

the sanitary 

surveyor 

If a purveyor says a lock isnôt going to stop a dedicated person from gaining access into the well 

house or a fence/cage over the well head wonôt deter vandalism, explain that a secured well 

house/well is a barrier and a marker. Damage to the lock or fence will alert the water system to 

potential contamination or vandalism, so they can address it in a timely manner. Securing the 

well house and each well against unauthorized entry is standard practice in the industry, no 

matter how small or remote the water system. 

You may need to change the wording above to describe the systemôs specific situation.  
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Item 32 Is there a pump control valve or vacuum relief valve without an air gap or screen 

on the valve discharge pipe? 

Guidance This item always applies to wells with line-shaft turbine pumps and may apply to wells with 

submersible pumps There must be at least a two-pipe diameter air gap on the pump control 

valve discharge. Whenever the turbine pump shuts off, the water in the pump column falls back 

down into the well and, in doing so, pulls air in through the fully open pump-control valve. The 

air gap will prevent the resulting vacuum from contaminating the well or well discharge piping. 

A steel mesh must securely cover the open end of the discharge pipe to prevent tampering and 

keep small animals out. The discharge end should face downward. 

This same concern applies to any air vacuum relief valve installed on a turbine pump discharge 

piping system. Make sure there is a screen secured at the end of the air vacuum valve discharge. 

Wells equipped with large submersible pumps may have a pump control valve to control water 

hammer. The pump control valve discharge needs an air gap in case the submersible pump 

check valve fails. 

How to mark 

the checklist 

Mark ñYesò if there isnôt at least a two-pipe-diameter air gap and screen on a pump control 

valve or vacuum relief valve discharge. 

Classification Significant Deficiency if marked ñYes.ò 

WAC 

reference 

WAC 246-290-415 (6) 

WAC 246-290-490 

Publications  

Webpage(s)  

Standard 

language 

No air gap 

Install an air gap on the pump control valve discharge line (or vacuum relief valve), and secure 

a noncorrodible ¼-inch mesh screen over the end of the discharge line. 

No screen 

Secure a noncorrodible ¼-inch mesh screen over the end of the discharge line. 

Other notes for 

the sanitary 

surveyor 

The pump control valve is on a branch line of the main well discharge to the distribution 

system. The branch line comes off the main line between the wellhead and the main line check 

valve. The pump control valve remains wide open while the turbine pump is off. When the 

pump turns on, air flows through the pump control valve, followed by a strong flow of water.  

The air discharged when the pump starts up is from the part of the pump discharge column 

drained of water when the well pump shuts down (the pump discharge column is the pipe 

connected to the well pump inside the well casing). After the well pump starts, the pump control 

valve slowly begins to close, allowing water to continue flowing through the pump control 

valve. As the valve slowly closes, it introduces water into the system in a measured way through 

the mainline check valve, thus preventing ñwater hammer.ò The pump control valve may take 

up to a few minutes to completely close 

When the well pump controller signals the turbine pump to stop, the pump continues to operate 

but the pump control valve slowly begins to open. This creates a measured decline in flow 

through the mainline check valve that prevents ñwater hammerò from too rapid a shutdown. 

When the pump control valve finally opens up fully (or near fully), the well pump shuts down. 

When the well pump shuts down, the water in the discharge pipe between the mainline check 

valve and the well falls back into the well. The air drawn into the open pump control valve 

relieves the vacuum. If the end of the pump control valve is submerged, it may suck material 

back into the drinking water supply. 
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Item 33 Is the source pump and its control system operated and maintained to prevent 

chronic water outages or premature pump failure? 

Guidance If the source pump fails, and there is no other pump or atmospheric storage, the system will 

quickly depressurize. We want to identify threats that could cause the water system to lose 

pressure. See examples below. 

How to mark 

the checklist 

Mark ñYesò if you believe the pump and pump control system construction, and its current 

operation and maintenance will prevent chronic water outages or premature pump failure. 

Mark ñNoò if you find significant defects in the construction, maintenance or operation of pump 

and pump controls that present a high risk of equipment failure or failure to maintain pressure in 

the distribution system. 

If you Mark ñNo,ò describe your findings in the comments section of Part D. 

Classification Significant Deficiency if marked ñNo.ò 

WAC 

reference 

WAC 246-290-415 (6) 

Publications Preventive maintenance program: Guide for small public water systems using groundwater 

(331-351)  

http://www.doh.wa.gov/portals/1/documents/pubs/331-351.pdf  

Pump Controls (331-401)  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-401.pdf 

Webpage(s)  

Standard 

language 

The [describe the problem] poses an unreasonable risk to the reliability of the drinking water 

supply. Submit a corrective action plan to DOH to address this problem. 

http://www.doh.wa.gov/portals/1/documents/pubs/331-351.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-401.pdf
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Other notes for 

the sanitary 

surveyor 

Examples of circumstances that can lead to premature pump failure. 

1. A pump cycling on/off too frequently will have a short motor life. Each time the motor 

starts, it generates heat. If the time between start-ups is too short to allow heat to 

dissipate, the electric motor will eventually overheat, causing motor failure. We suggest 

no more than six starts per hour unless the operator or owner can prove the pump motor 

manufacturer claims a greater start-per-hour allowance. 

2. Recycling pump discharge through a PRV back to the suction side of the pump at a very 

low flow rate for extended periods will heat the water. This could cause cavitation, 

which threatens pump failure. Operating at a low flow rate likely means the pump is 

operating near its shutoff head (unless itôs equipped with a variable frequency drive). 

This causes an imbalance in the force on thrust bearings, which can cause premature 

pump failure. 

3. Rapid change from low to high flow rate or vice versa (immediate start-up and 

immediate shutdown) can cause a telltale water hammer. Transient pressure waves that 

cause banging pipes and equipment can blow fittings and pump casings. 

4. Wells that experience significant drawdown or seasonal decline in aquifer level are a 

potential risk to the well pump. Without a well-level sensing device to shut the well 

pump off, drawdown to the well pump will cause air to enter the pump, causing 

cavitation, which could lead to pump failure.  

Examples of pump controls that could depressurize part or all of the water system. 

1. The setting for pump-on and pump-off allows very low pressure in certain parts of the 

distribution system. 

2. The pump control valve isnôt working properly, which keeps the pump from coming on 

or shutting off. Well pump control valves often have limit switches that measure the 

open or closed position of the valve. If the limit switch isnôt set correctly, it can cause 

the pump to operate outside its intended logic control. 

3. Water logged pressure tanks may cause the pump to over-cycle (see Item 68). If the 

condition of a pressure tank poses a risk of pumping system failure, mark Item 33 ñNo,ò 

and note this Significant Deficiency under comments in Part H. 

Read our guidance on Pump Controls19 (331-401).  

  

 
19 http://www.doh.wa.gov/portals/1/Documents/pubs/331-401.pdf  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-401.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-401.pdf
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Item 34 Is the spring box (structure, hatch, and overflow) constructed to keep 

contaminants or direct surface drainage out? 

Guidance Look for surface drainage pathways into the spring box. 

The construction of a spring box hatch (if any) should be similar to a storage tank hatch (see 

Item 73). Use the same required methods to secure the reservoir roof, vents, and overflows to 

protect the spring box roof, overflow, and vent (if any). See Items 72 through 76. Secure the 

structure against shallow surface water seepage (cracked structure, poor fitting pipe passage 

through structure wall, and so on).  

How to mark 

the checklist 

Mark ñYesò if the spring box structure keeps animals, surface drainage or other contaminants 

out. 

Classification Significant deficiency if marked ñNo.ò 

WAC 

reference 

WAC 246-290-130, -135 

WAC 246-290-235 

WAC 246-290-415 (6) 

Publications Sanitary Protection of Reservoirs: Hatches (331-249) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-249.pdf 

Sanitary Protection of Reservoirs: Vents (331-250) 
http://www.doh.wa.gov/portals/1/Documents/pubs/331-250.pdf 

Webpage(s)  

Standard 

language 

You may elaborate on specific measures the system should take, such as modifying the 

overflow, vent, hatch, or the entire structure. Use the following statements as appropriate. 

Protect the end of the overflow pipe with 24-mesh noncorrodible screen or install a flapper 

valve to keep birds, rodents, or insects out. See the appropriate ways to protect the overflow 

pipe against contamination in Sanitary Protection of Reservoirs: Vents (331-250). 

Repair or replace the access hatch to keep contaminants out. See Sanitary Protection of 

Reservoirs: Hatches (331-249).  

Modify the spring box vent so that it does not permit contaminants to enter the public 

drinking water supply. See the appropriate standards for finished water storage tank vents in 

Sanitary Protection of Reservoirs: Vents (331-250). 

The construction of the spring box does not provide sufficient protection from entry of 

surface water or shallow groundwater. Modify the spring box structure for source S0X to 

make it watertight, so it keeps surface water out. Regrade the surrounding area if surface 

runoff or standing water next to the spring box could submerge the spring box. Submit 

electronic photographs to DOH when you complete the improvements. 

Other notes for 

the sanitary 

surveyor 

Using a chlorinator or other means of disinfection, even with ample contact time before the first 

customer, is not a substitute for securing the spring box to keep contaminants out. 

The sanitary survey concerns at a spring box may be very similar to those at a wellhead or 

finished water storage tank. We want to be sure that the spring box is not at risk of submergence 

or surface water infiltration. We also want to be sure that any spring box appurtenances, such as 

a hatchway, overflow, or vent, do not permit contaminants to enter the water supply. 

The access hatch: The sides of the hatch should overlap a raised curb and it should close 

against a gasket for a tight seal. The purveyor must keep the hatch locked. The hatch must keep 

contaminants out. See Sanitary Protection of Reservoirs: Hatches (331-249).  

  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-249.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-250.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-250.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-249.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-249.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-250.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-249.pdf
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Item 35 Is there a raw-water source sample tap? 

Guidance See Item 27. 

How to mark 

the checklist 

Mark ñYesò if there is a raw-water sample tap. 

Classification Significant finding if marked ñNo.ò 

WAC 

reference 
See Item 27. 

Publications See Item 27. 

Webpage(s) See Item 27. 

Standard 

language 

Install a source sample tap as close to S0_ as possible and prior to all treatment facilities, 

pressure tanks, storage tanks, and prior to entry to the distribution system. The Groundwater 

Rule requires triggered source monitoring and assessment source monitoring of untreated 

source water. 

Other notes for 

the sanitary 

surveyor 

See Item 27. 
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Item 36, 

36a, and 36b 

Is the source metered? 

If yes, is the source meter read at least monthly? 

If yes, does the purveyor maintain water production records? 

Guidance The rules require purveyors to install source meters and record production. A reliable meter, 

read on a regular basis, will keep the operator and system owner informed about the water they 

supply to customers. For example, an unexplained change in measured source output is a reason 

for investigation. A new leak or unauthorized use will show up as an unexplained increase in 

well production. Declining aquifer levels, well failure or pump problems will show up as an 

unexplained decrease in pumping flow rate. Operators need this information as soon as possible. 

How to mark 

the checklist 

Mark Item 36 ñYesò if a source meter is installed and measuring total production from the 

source. 

Mark Item 36a ñYesò if the operator reads the source meter at least once a month. 

Mark Item 36b ñYesò if your record review confirms that the operator recorded monthly source 

meter readings at least once a month for the past 12 months. 

Classification Observation if any part of this question is marked ñNo.ò 

WAC 

reference 

WAC 246-290-130 

WAC 246-290-496 

Publications Preventive maintenance program: Guide for small public water systems using groundwater 
(331-351)  

http://www.doh.wa.gov/portals/1/documents/pubs/331-351.pdf 

Completing Your Annual WUE Report: Answers to commonly asked questions (331-459) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-459.pdf  

Webpage(s) http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/WaterSystemDesignandPl

anning/WaterUseEfficiency.aspx 

Standard 

language 

If no source meter 

A water system must install a meter on each source and record water production at least 

monthly (WAC 246-290-496). Currently, there is no source meter on S0#. Operating a public 

water supply without a source meter and without the valuable information a meter provides, can 

be detrimental to system operation. After installing the source meter we recommend that 

community water system purveyors record source production daily during the two highest use 

months and weekly during the rest of the year to better manage and predict water production 

and water use patterns. 

If source meter is not read monthly or is not recorded 

A water system must measure and record water production for each source at least monthly 

(WAC 246-290-496). We recommend that community water system purveyors record source 

production daily during the two highest use months and weekly during the rest of the year to 

better manage and predict water production and water use patterns. 

Other notes for 

the sanitary 

surveyor 

For community systems: A source meter, information on water consumption (service meter 

readings), and estimates of authorized but unmetered uses, will allow the operator to calculate 

distribution system leakage. 

For TNC and NTNC systems: Routine source meter readings can help an operator identify 

leaks in a timely manner by providing a baseline for normal use. In addition, source meter data 

can help a system demonstrate compliance with its water right.  

  

http://www.doh.wa.gov/portals/1/documents/pubs/331-351.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-459.pdf
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/WaterSystemDesignandPlanning/WaterUseEfficiency.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/WaterSystemDesignandPlanning/WaterUseEfficiency.aspx
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Item 37 Is the springhouse properly constructed and maintained? 

Guidance The springhouse should be: 

¶ Constructed of durable materials. 

¶ Weatherproof. 

¶ Heated if in a freezing climate. 

¶ Free of obvious electrical or mechanical hazards. 

¶ Free of clutter and readily accessible. 

¶ Ventilated, clean and dry. 

It is safe to enter most springhouses. However, if you consider a springhouse structure unstable 

or in such disrepair, that entry is unsafe, DO NOT enter the structure. 

How to mark 

the checklist 

Mark ñYesò if the springhouse meets all the standards listed above. 

Mark ñNoò if the springhouse fails to meet any of the standards listed above. 

Classification Recommendation if marked ñNo.ò  

Identify this as a Significant Finding in the sanitary survey report if the springhouse condition is 

so bad that it is unsafe to enter. DO NOT enter the structure. Identify and describe the problems 

in the comments section of Part D, noting classification as a Significant Finding. Photograph the 

condition of the structure without entering it. 

WAC 

reference 

See Item 29. 

Publications See Item 29. 

Webpage(s) See Item 29. 

Standard 

language 

Recommendation 

We recommend that you make the following improvements to the springhouse: (List the 

specific improvements you believe the purveyor should make). 

 

Significant Finding 

The springhouse is unsafe to enter. Submit a corrective action plan to repair or replace the 

springhouse so that it is structurally sound, weatherproof, clean, dry, heated, and free of 

hazards. 

Other notes for 

the sanitary 

surveyor 

Record observations if there is a risk of freezing (no reliable heat source, insufficient 

insulation), leaking roof, leaking pipes, standing water, obvious physical or electrical hazards 

(confined space, unsafe wiring) or severe corrosion. 

If the springhouse condition compromises security and leaves the structure vulnerable to 

unauthorized entry, address this through Item 39. 

Poor ventilation, leaking roofs, or vapors from chlorine disinfection equipment may cause 

extreme corrosion of pipes, valves, pressure tanks, and controls. The purveyor should practice 

proper maintenance to protect the spring source facilities against corrosion. 
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Item 38 Is there any evidence of infestation by rodents or other pests? 

Guidance Avoid contact with rodent feces or urine. If the space appears badly infested, DO NOT ENTER. 

Otherwise, if you observe any rodent droppings, mark it on the checklist. Photograph the 

evidence of infestation and any obvious pathway for mice to enter the springhouse.  

How to mark 

the checklist 
Mark ñNoò if you do not observe any sign of mice or other rodent infestation. 

Classification Recommendation if marked ñYes.ò If the rodent contamination is so bad that it is unsafe, DO 

NOT ENTER THE STRUCTURE. Identify and describe the problem as a Significant Finding in 

the comments section of Part D. Photograph the infestation inside the structure without entering 

it. 

WAC 

reference 

 

Publications Pest Control (331-363) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-363.pdf  

Webpage(s)  

Standard 

language 

Recommendation 

We recommend that you take the steps necessary to keep rodents out of your facilities. Rodents 

can carry disease and may create an unsafe working environment. Furthermore, if a direct 

opening into the source develops, rodents could contaminant the drinking water supply. Your 

customers expect you to maintain their water system to the highest standards. 

 

Significant Finding 

The springhouse is unsafe to enter. Submit a plan to decontaminate the structure of rodent waste 

and to seal all pathways for rodents to enter the springhouse. 

Other notes for 

the sanitary 

surveyor 

This is your opportunity to educate the purveyor about the public health risks caused by rodents, 

which include potential drinking water contamination and a health threat for the operator. A 

rodent infested springhouse suggests poor routine maintenance and operation.  

The certified operator of a system with a Significant Finding under this item will be reported to 

the DOH Operator Certification and Training Section. 

  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-363.pdf
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Item 39 Are the springhouse and spring box protected adequately from unauthorized 

access? 

Guidance The purveyor must protect the springhouse from unauthorized access. The springhouse should 

be built with rigid walls. Tarps covering decayed or damaged walls are unacceptable. The water 

system must lock or otherwise secure doors and windows against unauthorized entry. There 

may be other acceptable ways to secure the springhouse. For example, a perimeter fence with a 

locking gate may replace the need to lock the springhouse. 

How to mark 

the checklist 
Mark ñYesò if you believe the springhouse is adequately protected from unauthorized entry. 

Classification Significant finding if marked ñNo.ò 

WAC 

reference 

WAC 246-290-415 (6) 

WAC 246-290-415 (9) 

Publications Responding to a threat against a water system (331-183) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-183.pdf 

Water System Security and Emergency Response Planning (331-199) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-199.pdf  

Webpage(s) http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergenci

es/EmergencyResponseandSecurity.aspx 

Standard 

language 

If the issue is simply ensuring entries to the springhouse are locked. 

Secure the springhouse against unauthorized entry. Install locks and lock all entries to the 

springhouse, including windows. 

 

If the issue of springhouse security is more complex. 

The interior of the springhouse is vulnerable to vandalism and unauthorized entry due to 

_______________. Submit a corrective action plan to DOH describing how you will 

secure the springhouse against unauthorized entry. 

 

If security with the spring box is an issue. 

Lock the access hatch cover. The appropriate standard for a storage-tank access hatch is in 

Sanitary Protection of Reservoirs: Hatches (331-249). 

Other notes for 

the sanitary 

surveyor 

If a purveyor says a lock wonôt stop a dedicated person from gaining access into the 

springhouse, explain that a secured springhouse is a barrier. Damage to the lock will alert them 

to potential contamination or vandalism, so they can address it in a timely manner. Securing the 

springhouse against unauthorized entry is a standard practice in the industry, no matter how 

small or remote the water system. 

You may need to change the wording above to describe the systemôs specific situation.  

 

  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-183.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-199.pdf
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergencies/EmergencyResponseandSecurity.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/DrinkingWaterEmergencies/EmergencyResponseandSecurity.aspx
http://www.doh.wa.gov/portals/1/Documents/pubs/331-249.pdf
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Item 40 Is the Sanitary Control Area (SCA) free of unmitigated potential sources of 

contamination? 

Guidance If you observe a potential contaminant threat within the sanitary control area (SCA), find out 

whether DOH already evaluated the threat. 

Before the survey, review the last sanitary survey letter and checklist to determine whether the 

last surveyor identified any potential sources of contamination in the SCA. If so, find out 

whether the purveyor removed the contamination source, developed a DOH-approved 

mitigation plan, or got DOH approval to reduce the SCA (WAC 246-290-135).  

Potential threats include a sanitary sewer, septic tank or drain field, manure storage or 

application, large animal grazing, storm water dry well, storm water treatment swale, nearby 

surface water, fuel or chemical storage, or fuel pipelines.  

If you discover that the system failed to take the steps required in the last survey, or currently 

fails to maintain mitigation, the failure is a Significant Deficiency. In addition, any new 

(previously unrecorded) potential contaminant threat you find is a Significant Deficiency. 

How to mark 

the checklist 

Mark ñYesò if there are no potential sources of contaminant within 200 feet of the spring. 

Mark ñYesò if there are potential sources of contamination, but you are certain that the purveyor 

appropriately mitigated the threat or DOH approved a reduction in the SCA. 

Mark ñUnkò if you believe there are subsurface threats within the SCA but you donôt know 

where they are. In the comments section of Part D, describe your reason for requiring the 

system to submit documentation to DOH. If you provide insufficient reason, we will not 

consider ñUnkò to be a significant finding (see below). 

Mark ñNoò for all other circumstances. All ñNoò answers will trigger a DOH file review before 

completing the cover letter. The review will determine whether there is history of a mitigation 

plan approval (including the need for treatment), or past approval for a reduction in the SCA. 

Classification Potential significant deficiency if marked ñNo,ò subject to file research and DOH confirmation 

before completing the cover letter. 

Significant finding if marked ñUnk.ò 

WAC 

reference 

WAC 246-290-135 

WAC 246-290-415 (6) 

Publications Source Water Protection Requirements (331-106) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-106.pdf 

Wellhead Protection Program Guidance Document (331-018) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-018.pdf  

Sanitary Control Area Protection (331-453) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-453.pdf 

Webpage(s) http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/sourcewater/SourceWater

Protection.aspx 

Standard 

language 

11. For a biological contaminant hazard that cannot be removed easily (sewer line, septic 

tank, drain field, irrigation canal or other surface water, waste lagoon, manure pile). 

[Name the biological hazard] is in the sanitary control area of Spring X (S0X). Submit a 

scaled map showing all buildings and potential sources of contamination located within 200 

feet of the spring. Include all known information about the type, size, depth, and other 

construction details of the potential contaminant source. Also, include a copy of the 

construction details for the spring. Based on the information submitted, DOH will contact 

you about further follow-up actions that may be required. 

 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-106.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-018.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-453.pdf
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/sourcewater/SourceWaterProtection.aspx
http://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/sourcewater/SourceWaterProtection.aspx
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For a biological contaminant hazard that can be moved or removed (portable toilet, 

manure pile). 

Remove the [name the item] to a distance greater than 200 feet from Spring X. 

 

12. For a chemical contaminant hazard that cannot be easily moved or removed (buried fuel 

tank or fuel lines, above ground bulk fuel or chemical storage). 

Submit a scaled map showing all buildings and potential contamination sources located 

within 200 feet of the spring. Include all known information about the type, size, depth and 

other construction details of the potential contaminant source, including any mitigating 

design features such as existing spill containment, double-wall construction, and so on. Also, 

include a copy of the construction details for the spring. Based on the information submitted, 

DOH will contact you about further follow-up actions that may be required. 

 

For a chemical contaminant hazard that can be moved or removed (household chemicals, 

fuel cans, pesticides). 

Remove the [name the chemical hazard] to a distance greater than 200 feet from Spring X. 

 

If the source is within a developed area and you easily recognize evidence of underground 

constructed facilities but arenôt sure about the location and type of subsurface threats 

within the SCA (for ñUnkò). 

Send DOH a scaled map indicating the location of all subsurface facilities within the sanitary 

control area, including sewer lines, storm drains, and any other liquid or gas pipelines; septic 

tanks and drain fields; buried waste; and abandoned wells. The map should indicate the 

distance (in feet) from the drinking water supply to the subsurface facility. 

Other notes for 

the sanitary 

surveyor 

Mitigation means one or more provision is in place to decrease the risk of contamination. 

Acceptable mitigation measures include: 

Concrete floor (no floor drain) and constructed secondary spill containment for generator 

fuel stored within the SCA. 

Grouted, sealed pressure-rated piping sleeve installed around a sanitary sewer line within 

the SCA. 

Pressure-rated water main pipe and joints used to convey storm drainage through an SCA. 

Not all potential contamination sources have the same priority. Moreover, many potential 

contaminant threats are not significant deficiencies.  

 

At one end of the spectrum is a sanitary sewer (especially old clay or concrete), septic tank or 

drain field, manure storage or application, large animal grazing, storm water dry well, roadway 

drainage treatment swale, or surface water within the SCA.  

 

Find out whether the purveyor has DOH approval to mitigate or reduce such acute contaminant 

threats in the SCA. If not, we will require the purveyor to eliminate these contaminant sources 

from the SCA, or to demonstrate that it mitigated the threat appropriately. Treatment to CT6/4-

log virus inactivation of the source is also an option for addressing SCA violations (WAC 246-

290-451). 

 

At the other end of the spectrum is a light application of herbicide or a parked car that might 

leak motor oil or other fluids. These chronic contaminants arenôt an immediate health risk.  

 

The scale of the potential chronic threat is important. Is it one car or fifty  junk cars near the 

well? Is the area treated and amount of weed killer used small or is it applied on an industrial 

scale? If you think the chronic contaminant threat is small, mark this checklist item ñYes,ò but 

note what you saw and why you believe the risk to the water supply is minor. 
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Checklist Part E: Disinfection 
 

This section focuses on disinfection of drinking water supplies using chlorine or UV light. Most 

purveyors use disinfection treatment at the source, so they can link the treatment dosage closely 

to the rate of flow from the well and ensure treatment of all the water entering the system. 

 

Chlorine is a very common disinfectant in drinking water. In Washington, more than 1,000 

small water systems add chlorine to one or more drinking water sources. Purveyors also may 

use chlorine to support other treatment objectives, such as removing iron and manganese or 

reducing taste and odor problems. 

 

A much smaller number of systems use UV disinfection. 

 

There are three groundwater disinfection treatment objectives. 

1. Appropriate source treatment for each groundwater source with E. coli detected in the 

source water. Since 2010, detection of E. coli in a groundwater source triggers a 4-log 

virus treatment requirement under the Groundwater Rule (GWR). 

 

2. Appropriate source treatment for each groundwater source with known total coliform 

contamination if characteristics reflect one of the following: 

¶ A heightened level of risk to microbial contamination. 

¶ Using seawater RO sources.  

These are state-mandated 4-log virus treatment circumstances. 

 

3. Appropriate source treatment is needed to provide a measureable chemical residual in 

the distribution system at all times (usually free chorine). A repeated violation of the 

total coliform MCL usually drives this requirement. These are distribution system 

residual treatment circumstances. 

 

Most purveyors satisfy the 4-log virus treatment requirement by achieving CT6 disinfection 

through chlorination prior to the first customer. If DOH determines the source water to be 

colder than 50 degrees F, then we may increase the level of required treatment to CT8. No small 

system uses UV to satisfy this requirement. 

 

ñCT6ò is an abbreviation for free chlorine Concentration (mg/l) times Time (minutes). The 

concentration is the measure of free chlorine at the end of the contact time. The time is the 

number of minutes the water is in contact with free chlorine before the first customer, calculated 

during peak flow. To achieve 4-log (99.99%) virus inactivation, C x T must be equal to or 

greater than six. For groundwater supplies subject to unusually cold groundwater temperature 

(less than 50 degrees F), the required level of treatment will be greater than described above. 

 

Our highest priority for groundwater disinfection is to be sure that purveyors operate sources 

with a 4-log treatment requirement in a manner consistent with effective and reliable treatment. 

 

Topics to describe in the comments section of Part E. 

¶ Describe the chlorination facilities, including purpose for chlorination. 

¶ Concerns with maintenance or operations. 

¶ Purveyorôs recordkeeping of monthly reports. 

¶ Sanitary and security observations. 
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Item 41 Does the operator batch chlorinate the source, the distribution system or the 

reservoir just before collecting routine or repeat coliform samples? 

Guidance ñBatchò or ñshockò chlorination is dumping a slug of chlorine into the water system. This is an 

appropriate practice after an event threatens water quality. However, it is not an acceptable 

routine practice if it interferes with collecting representative coliform samples from the 

distribution system. 

Operators may not add chlorine before collecting routine coliform samples because doing so 

creates an unrepresentative condition in the distribution system. Itôs cheating. Likewise, 

dumping chlorine into the water system right after an unsatisfactory coliform sample, and 

before repeat coliform samples are collected, violates WAC 246-290-320 (2).  

How to mark 

the checklist 
Mark ñYesò or ñNo,ò based on the operatorôs response to the question. 

Classification If marked ñYes,ò a referral will be made to the DOH Operator Certification and Training 

Section (if the operator is certified) or to the regional office (if the operator is not certified) for 

follow-up.  

WAC 

reference 

WAC 246-290-300 (3) 

WAC 246-290-320 (2) 

WAC 246-290-415 (6) 

Publications Follow-up to an Unsatisfactory Coliform Sample (331-187) 

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-187.pdf  

Webpage(s)  

Standard 

language 

DOH may contact you to inquire further into your practice of batch chlorinating the system just 

prior to collecting your routine and repeat coliform samples. If continuous chlorination is 

required to ensure water quality, please contact your regional office for procedures for installing 

permanent continuous chlorination. 

Other notes for 

the sanitary 

surveyor 

If the operator practices batch chlorination, try to find out whether itôs an innocent 

misunderstanding of the regulation, or an intentional circumvention. If itôs the latter, note your 

findings under comments in Part L. In either case, tell the operator to stop the practice because 

it could be masking serious contamination problems that put public health at risk. Explain that 

this is a serious concern and let the operator know that you will refer it to DOH. 

 

  

http://www.doh.wa.gov/Portals/1/Documents/Pubs/331-187.pdf
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Item 42 Did you observe disinfection treatment connected to the water system in active use 

that is NOT listed on the WFI? 

Guidance A purveyor must accurately list all forms of treatment it uses on its Water Facilities Inventory 

(WFI). Disinfection treatment has implications for the purveyorôs coliform and disinfection 

byproducts monitoring and reporting requirements. 

How to mark 

the checklist 

Mark 42 ñYesò if you observe an operational disinfection process thatôs not listed on the WFI 

(see WFI box 21). 

Classification Observation if marked ñYes.ò 

WAC 

reference 

WAC 246-290-110, 120 

WAC 246-290-415 (6) 

Publications  

Webpage(s)  

Standard 

language 

Purveyors must obtain written DOH approval before constructing water system improvements, 

such as disinfection facilities (WAC 246-290-120 (2)). Submit to DOH as-built design 

information for the disinfection treatment process. Contact your regional engineer for submittal 

requirements. 

Other notes for 

the sanitary 

surveyor 

Surveyors should check with DOH about the purveyorôs disinfection treatment approval status 

before completing the sanitary survey cover letter and checklist. 
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Item 43 Is ultraviolet light (UV) used to disinfect a drinking water source? 

Guidance Small water systems usually use UV disinfection for groundwater supplies when the owner 

wants to address a source contamination problem while trying to avoid adding chlorine. Many 

of the UV systems you will encounter are not DOH-approved. 

The typical small UV unit is effective at inactivating bacteria, but less so at inactivating viruses. 

Because water systems sample only for coliform bacteria and not for viruses, they view the use 

of UV as successful treatment. DO NOT assume that, 1) DOH approved the in-place UV 

treatment; or 2) that UV is suitable mitigation for the microbiological threat within the SCA. 

How to mark 

the checklist 
Mark ñYesò if a source is treated with UV disinfection. 

Classification Recommendation. 

WAC 

reference 

 

Publications Alternate Disinfectants (331-252)  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-252.pdf 

Water System Design Manual (331-123) 

http://www.doh.wa.gov/portals/1/Documents/pubs/331-123.pdf (Appendix I) 

Webpage(s)  

Standard 

language 

We recommend you contact DOH to discuss your UV unit and alternative treatment options. 

Your existing UV unit may provide a sufficient dose to kill coliform bacteria, but it might not 

be effective in inactivating viruses that may be present in your source water. Most UV units 

provide only about 20 percent of the recommended dose to inactivate viruses. 

Other notes for 

the sanitary 

surveyor 

Small water systems supplied by groundwater may operate UV disinfection on one or more 

sources, but itôs very unlikely that DOH approved the UV unit to provide 4-log virus 

inactivation. Small systems usually install UV because they want to avoid installing chlorine 

disinfection after past repeated coliform violations. 

A purveyor likely installed UV because of a concern over source contamination. Itôs important 

to remember that a source contamination problem requires disinfection sufficient to achieve 4-

log inactivation of virus, because viruses may be present in sources contaminated with coliform 

bacteria.  

DOH recommends that UV installations provide a UV dose of at least 186 mJ/cm2 to ensure 

destruction of viruses that may be present in a contaminated source. Most UV units provide 

only about 20 percent of the recommended dose, and are insufficient to destroy viruses that may 

be present in the source water. 

DOH rarely approves UV treatment of a contaminated groundwater supply, especially for small 

systems. This is because the approval process and criteria is very complex compared to the 

requirements needed to achieve 4-log virus inactivation with chlorine. See Appendix I in the 

Water System Design Manual (331-123). DOH will not approve UV in response to repeated 

total coliform violations in the distribution system because UV carries no residual into the 

distribution system. 

 

  

http://www.doh.wa.gov/portals/1/Documents/pubs/331-252.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-123.pdf
http://www.doh.wa.gov/portals/1/Documents/pubs/331-123.pdf
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Item 44 Is the UV unit sized for the maximum flow rate, and is there a UV transmittance 

sensor controlling a solenoid valve or other device to shut off supply if the UV 

light fails? 

Guidance The effectiveness of UV disinfection relies entirely on irradiating the water as it passes by the 

UV light. Improper flow rate, dirty glass (ñquartzò) sleeve, or a burned-out light all interfere 

with the rated UV dose the unit applies to the water. 

Excessive flow rate will reduce the time the water is in contact with UV radiation. 

A dirty quartz sleeve around the UV light will interfere with the passage of UV radiation 

to the water. 

A burned out UV light will impart no UV dose to the water. 

Check the flow rate into the UV unit. Is it equal to or less than the rated capacity of the unit? 

Check for a sensing device that reads the level of UV radiation transmitted across the diameter 

of the UV unit (look for a wire connected to the body of the UV unit). Does the sensor wire 

connect with a solenoid valve that will  shut the water off if the sensor detects insufficient or no 

UV dose to the water? (A dirty quartz sleeve or burned out UV light could cause this shut off.) 

Ask how often the UV light is replaced. It should be replaced every 12 months. 

How to mark 

the checklist 

Mark ñYesò if there is, 1) a flow control device that prevents flow into the unit from exceeding 

its rated capacity; and 2) a UV transmittance sensor tied to a solenoid valve. 

Classification Recommendation if marked ñNo.ò 

WAC 

reference 

 

Publications  

Webpage(s)  

Standard 

language 

Use one or more of the following statements, as applicable: 

We recommend that you install a flow control device so that the flow through the UV unit 

doesnôt exceed the rated capacity of the unit. 

We recommend that you install a UV transmittance sensor and solenoid valve so that the 

device will stop flow through the unit if the UV light fails. 

We recommend that you replace the UV light every 12 months. 

Other notes for 

the sanitary 

surveyor 

If the purveyor operates the UV unit beyond its rated capacity (gpm), the water will move 

through the UV unit too fastðreducing the radiation dose. If the purveyor cannot identify the 

rated capacity of the unit, itôs impossible to know whether the flow through the unit is within 

the unitôs rated treatment capacity. A flow control valve allowing flow equal to or less than the 

UV unitôs rated flow capacity will ensure an appropriate flow rate through the UV unit. 

Find out whether the operator cleans the quartz sleeve at least once a month (look for a 

squeegee device that allows cleaning while the unit is in service). This is especially important if 

there is no UV transmittance sensor to identify when the unit doesnôt apply a sufficient radiation 

dose to the water. 

Ask the purveyor how often the manufacturer recommends replacing the UV light. The 

purveyor should not wait unit the UV light burns out to replace it. 

  
































































































































































